Class 46—Receiving Units and Converters 


CLASS 46 


RAD?TO RECEIVER UNITS AND 
CONVERTERS (CRF TO tF) 


INCLUDES: RADIO & RADAR RECEIVERS, 
RESPPONSORS, RECESVER-INDICATOR 


CONFIDENTIAL NAVSHIPS 900,109 | 


tae 


cpa 46000 RU-1 
RECEIVER UNIT. 


W2/20/31 
mov. 41 


cea 46001 Ru-1 
CONTROL UNIT 
FOR REMOTE TUNING. 


12/21/31 
NOV. 41 


cea 46002 RU-t 
MOUNTING 
SUOCK-PROOF. 


V2/20/31 
wove. 41 


RW- 46003 St 
RECEIVER UNIT 
$2-60 MEGACYCLES. 


3/1/32 
NOV. 41 


cay 46004 RO-3 Xa-8219 
RECEIVER UNIT 
15 - 1,000 KILOCYCLES. 


3/18/32 7404356 
NOV. 41 

ca¥ 46005 = -R0-3 XA-8218 
RECEIVER UNIT a 


300°22,000 KiLOCYCLES, 


3/18/32 740435% 
mov, 41 


sy 46006 Rv-2 
RECEIVER UNIT 
25$0-15,000 KILOCYCLES, 


S/10432 
NOV. 41 


cAY 46007 = GK-1 XA-6300- 
RECEIVER UNIT 
15-1,000 KILOCYCLES. “el 


5/17/32 _P-7704095 & 
NOV. 41 “  #-7403543 


‘ 
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cay 46008 GK-1 XA-8300 
RECEIVER UNIT 
300-30,000 KILOCYCLES. 


S/17/32 P-7704800 & 
NOV. 41 4-74057793 
cay 46009 CK-1 XA-8300 


RECEIVER UNIT 


: DIRECTION FINDER, 100-1,000 KILOCYCLES. 


5/17/32 ¥-7603077 & 
WOV. 41 P-7703288 


cxo 46010 oN 
RECEIVER UNIT 


DIRECTION FINDER. 280-1,500 KILOCYCLES. 


7/6/32 
NOV. 41 


cev 46011 RU-2 

BASE ; 

RECEIVER MOUNTING, FOR 46006 & 46012, 
46048 ETC UNITS. 


11/7/32 
WOV. 41 


cey 46012 RU-2 
RECEIVER UNIT - AIRCRAFT. 
224-12,500 KILOCYCLES. 


11/8/32 
NOV. 41 


cCBy 46012-A RU-2a 

RECEIVER UNIT = AIRCRAFT 

BEACON. 200 TO 400 KC, CW: 2 MICROVOLT 
SENSITIVITY; ICWs 10 MICROVOLT 
SENSITIVETY, 


WOV. 41 


cna 46013 RAD-2 
RECEIVER UNIT 
RANGE: 250-33,310 KCS. 


11/15/32 SW-S 
NOV. 41 


CG- 46014 - RAF XA-8454 
RECEIVER UNIT, 

3,750°25,000 KILOCYCLES - TUNED RADIO 
FREQUENCY TYPE. 


42/9/32 T-7659303 


CONFIDENTIAL 


cc- 46015 RAF XA-8458 
HETERODYNE OSCILLATOR UNIT 


12/9/32 ¢ T-7653303 
WOV. 41 : 


cc- 46016 RAF 

KEYING UNIT 

TUBES; FIVE - 38045. SEVEN - 38024, 
TWO - 38027. 


12/9/32, T-7689303 
“WOVE, 44 


“cG- 46017 RAF 
POWER UNIT 
t10 VOLTS - 60 CYCLES (STEP DOWN TRANS~ 
FORMER FOR 220 V.) TUBES; FIVE - 38080, 
THREE - 38274. 


12/9/32 . 17659303 
Nov. 41 


crv 46018 RAE 

TONE KEYER - AUDIO 

OSCILLATOR UNIT. OSCILLATOR RANGE - 
1,000 - 2,500 CYCLES. TUBES: FOUR - 
38027, ONE - 33024. CIN RAE*2 CLAS- 
SIFICATION CHANGED TO CRV-350023. 


12/13/32 EA-37A1 
NOV. 41 


cRV 46019 RAE 

POWER UNIT . 
SUPPLIES POWER TO CRV-S0008 AND A PART 
OF CRV-460!8. TU3ES: TWO - 38180, 

ONE - 38274.(FOR REPLACEMENT USE 
CRV-20071.) : 


12/13/32 ES-6A2 
NOV. 41 


. CRV 46020 RAE 

POWER UNIT 

SUPPLIES POWER TO A PART OF CRV-46018. 
TUBES: TWO - 38180. (FOR REPLACEMENT 
USE CRV-20072.) a : 


12/13/32 ES-6A3 
NOV. 41 


Crv 46021 RAE 

ANTENNA COUPLING UNIT 

COUPLES ANTENNA TRANSMISSION LINE TO 
TYPE CRV-46023 TUNER UNIT. 


12/13/32 EA-40A1 
NOV. 41 


crv 46022 RAE 

VOLTAGE REGULATOR 

INPUT: 220 VOLTS - 60 CYCLES. SUPPLIES 
POWER TO CRV~46019, CRV-46020 AND 
CRV-46025. TUBES: EIGHT - 38286. CIN 
RAE-2 CLASSIFICATION CHANGED TO 
CRV-20073.) 


12/13/32 EA-3SA1 ; 
NOV. 41 


NAVSHIPS 900,109 


3.46-2 


eA eh FIRST ASSIGNED FOR | HAY DRAWING 


crv 46023 RAE 

RECEIVER UNIT (TUNER). 

1,000-30,000 KILOCYCLES. TUBES: TWO 
38058, ONE - 36024, ONE - 38064. 


12/20/32 
NOV. 41 


cRV 46024 . RAE 

AMPLIFIER UNIT (1.F.-A.F.) 

TUBES: TWO - 38035, ONE - 38024, ONE - 
38064. : 


12/20/32 
NOV. 41 


crv 46025 RAE 

POWER UNIT. 

SUPPLIES POWER TO CRV-46023 AND 
CRV-46024. TUZES: TWO - 331580, ONE - 
38274. 


12/20/32 
wOoV. 41 


crv 46026 RAE 
AMPLIFIER UNIT 
(CANCELLED). 


12/20/32 
NOV. 41 


CAY 46027 GK-1 
FILTER UNIT 


12/20/32 
NOV. 41 


cay.46028 Gk-1 

RECEIVER UNIT 

300-22,000 KILOCYCLES. WEATHER REPORT 
SERVICE. 


2/16/33 
NOV. 41 


cRR 46029 CXF . 

RECEIVER UNIT 

200-1500 KILOCYCLES. TUBES: FIVE - 
38039, THREE - 33036, ONE - 38038. 


3/29/33 
NOV, 41 


cna 46030 RAD-3 

RECEIVER UNIT , 
40-75 MEGACYCLES. INDUCTANCE SYSTEM 
INCLUDED IN RECEIVER UNIT. 


8/21/33 KER. 
NOY. 41 


NAVSHIPS 900,109 


. 
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crv 46031 Do 

RECEIVER UNIT - OC, 

100-1,500 KILOCYCLES. TUBES: THO-- 
38036, TWO - 38037, FOUR. - 38039. 


8/25/33 
NOV. 41 


cRV 46031-A * SEE BELOW 
RECEIVER UNIT ~ A.C. 


* DO-1/00-2/00-3 
8/25/35 
NOV. 41 


crv 46032 DO, t, 2, 3 

OSCILLATOR COUPLER - I.F. 

CONSISTS OF .......0HM RESISTOR AND...., 
eee eMMF CAPACITOR. ; 


8/28/35 ” K-814647 
NOV. 41 


CN- 46033 RG-3 
RECEIVER UNIT 4 
1,Q00-- 20,000 KILOCYCLES. 


C25ttd 
9/8/33 
NOV. 41 


crv 46034 RAA-1 
RECEIVER TUNER UNIT 
10 - 1,000 KILOCYCLES. 


3/6/34 
NOV. 41 


CRV46034-A RAA-3 
RECEIVER TUNER UNIT 
10 TO 1,009 KTLOCYCLES. 


11/18/35 
NOV. 41. 


CRV 46035 = =RAB-I 
RECEIVER TUNER UNIT 
1,000 + 30,000 KILOCYCLES. 


3/6/34 
NOV. 41 


CRV 46035-A RAB-2 
RECEIVER TUNER UNIT 
1,000 - 30,000 KILOCYCLES. 


1/10/35 
NOV, 41 


CRV46035-8 RAZ-2a 
RECEIVER TUNER UNTT 
1,000 - 30,000 KILOCYCLES. 


1/10/35 
NOV. 41 


cay 46036 RUS 
RECEIVER UNIT 


6/14/34 
NOV. 41 


cW- 46037 uB 
RECEIVER UNIT 
27. - 40 MEGACYCLES. 


"8/4/34 


WOV. 41 


crv 46038 DP 1, 2, 3. 
RECEIVER UNIT 
100 - 1,500 KILOCYCLES. 


12/04/34 
NOV. 41 


crv 46039 0Q 
RECEIVER UNIT 
100 - 1,500 KiLOcYCLes. 


V2/b 4/34 
NOV. 41 


crv 46040 * SEE BELOW 
RECEIVER UNIT 
100 - 1500 KC, 


* OP-4, DP-S, DP-6 & DQ-t. 


3/27/36 
NOV. 41 


CRV 46040-A OP-980P-10 

RADIO RECEIVER 

100 TO $500 KC. ANTENNA GROUNDING RELAY 
OPERATES FROM 6 (5.4 TO 7.5) VOLTS AC, 
60 CYCLES, 


V2/15/39 . K28S6143 REV O 
NOV.. 41 


cBY 46041 RU-3A 


RECEIVER UNIT 


2/6/35 
NOV. 41 


a SCS tl BEANERS RUA 
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cus 46042 RAG & RAG-1 
RECEIVER UNIT. 
15 - 600 KILOCYCLES. 


2/19/35 
NOV. 41 


CHS 46043 RAH & RAH-1 
RECEIVER UNIT 
0.3 - 23 MEGACYCLES. 


2/19/35 
NOV. 41 


crv 46044 RAK 
RECEIVER UNIT 
15 - 600 KILOCYCLES. 74 LBS. 


4/1/35 
NOV. 41 


crv 46045 RAL 
RECEIVER UNIT ; 
0.3 - 23 MEGACYCLES. 69 LBS. 


. 


4/1/35 
NOV. 41 


ceY 46046 RAJ 
RECEIVER UNIT 
224 - 13,575 KILOCYCLES. 


4/23/35 
NOV. 41 


cW- 46047 = CxL 
RECEIVER UNIT 
30 - 60 MECACYCLES. 


6/17/35 
NOV. 41 


cay 46048 RU-4 
RECEIVER UNIT : 
224 + 13,575 KC.” 


3/5/36 
NOV. 41 


cay 46040-A RU-S 
RECEIVER UNIT 


12/14/36: 
NOV. 41 


SEER HUE 
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cey 46048-8 Ru-6 

RECEIVER UNIT 

SAME AS 4604348 EXCEPT SLIGHT MODIFICA- 
TION OF RESISTOR & CAPACITORS IN CIRCUIT 


$/21/37 
NOV. 41 


cey 46048-c * SEE BELOW 

RECEIVER UNIT. 

SAME AS -460433 EXCEPT THAT THE POWER 
AMPLIFIER RESISTOR HAS BEEN CHANGED TO 
1 MEGOHM. 


* RU-7, 8. 9 & 10. 
2/25/39 
NOV. 41 


CBY 46049D RV-14,12, 18819 


SAME AS 46043C EXCEPT THAT RESISTER 

NO. 145 HAS BEEN CHANGED FROM 1100S OHMS 
TAPPED AT 105 OHMS TO 1140 OHMS, TAPPED 
AT 140 OHMS; COBTAINED FROM NOTE tN PAGE 
7 OF RU-11 & NU-12 INSTRUCTOR BOOK) 


4/8/42 
MAY 48 


cw- 46049 RAM 

RF TUNING UNIT 

THE OUTER DIAL INDICATES THE POSITION OF 
THE MAIN TUNING CAPACITOR, THE IKMER 

ONE THAT OF THE BAND SWITCH - 4 
POSITIONS. RANGE: 200 - 1500 KC. 


4/24/36 
NOV. 41 


cw- 46050 RAM 

RF TUNING UNIT 

SAME AS CW-46049 EXCEPT BAND SWITCH HAS 
6 POSITIONS. RANGE: 1500 - 13,575 KC. 


NOS -43068 
4/24/36 
NOV. 41 


cay 46051 RU-43 
RECEIVER UNIT 
FREQ: 224 TO 13,575 KC. 


7/2/36 
NOV. 41 


cBY 46051-A RuU-Sa ae 
RECEIVER UNIT ee 
FREQ - 224 TO 13,575 KC. : 


12/24/36 
NOV. 41 


cRR 46052 DS RW 13A 136, 
RECEIVER 


" FREQ. 200 TO 20,000 KC. 


8/4/36 
NOV. 41 


cRV 46053 * SEE BELOW 
RECEIVER UNIT 
0.3 TO 23 MEGACYCLES. SAME CHASSIS AS 


46045, 


* TBR, TBR-1 & XTBR.~ 


6/25/36 


NOV. 41 


cxo 46054 OR 

RECEIVER UNIT & LOOP 

ORIVE. 200 TO 18,900'KC. (SIMILAR TO 
CXM RECEIVER EXCEPT FREQUENCY RANGE). 


3/11/37 
NOV. 41 


cre 46055 CXxT 

RECEIVER UNIT 

FREQUENCY RANSE 150 TO 189971200 TO 
15009 KC BY SWITCHING, POWER FROM 
CRR-21275 DYNAMOTOR. 


TA10/37 «268 
NOV. 41 


RA 46056 XAD 
RECEIVER ADAPTER | 


FOR USE WITH RU SERIES. 


1074/37 
Nov. 41 


cRR 46057 6Q 


RECEIVER UNIT 

FREQUENCY RANSE 150 TO 1500/1300 TO’ 
45,000 WITH PROVISIONS FOR HO“ING ON 
FREQUENCIES BETAEZEN 150 TO 1500 KC USING 
CRR-69025 LOOP. POWER FROM --~- 21282 


DYNAMOTOR. 


10/30/37 
NOV. 41 


crk 46058 ca 
RECEIVER MOUNTING BASE 
FOR USE WITH CRR-46057 RECEIVER. 


10/30/37 
NOV. 41 


ce 46059 UA-8 55RE46N1043A 
RECEIVER AMPLIFIER 
USES -20059 RECTIFIER POWER UNIT. 


11/15/37 574-L 


NOV. 41 

cemM 46060 NM-9 SSRE46J1040A 
RECEIVER AMPLIFIER 

USES ---20060 RECTIFIER POWER UNIT. 


VI/15/37 721A - 
NOV, 41 


TRAST? | BRNIAP TRIAL 


CONFIDENTIAL 
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senha ot aH 


CEM 46061  QC-6 & QC-6a SSREAGJIOAIA. 


RECEIVER AMPLIFIER 
FREQUENCY RANGE: 13 TO 37 KC.  PONER 
FROM C3%-2C062 RECTIFIER POWER UNIT. 
SIMILAR TO TYPE -46208, : 


¥1/17/37 7558 
AUG. 43 


CBM 46061-A  JK-3/QC-7 SSREAGUIOAZA 
RECEIVER AMPLIFIER 
SAME AS 46061 EXCEPT INCLUDES CABINET. 


1/3/38. 755-A .  $K+3890 
NOV. 41 : cae 
cem460618 ocs,acr SSREAGJIOS4A 
RECELVER-AMPLIFIER: FREQ 

RANGE 13 TO 37 KC. JHPUT 6.3 AC OR OC/ 
2600C/280 OC VOLTS, 3.37.0036/7.03 AMPS. 
OPERATES FROM TYPE -20062, +*20062A OR 
°20062B8 RECTIFIER POWER UNIT. SAME AS 
46061 EXCEPT THAT THE ALUMINUM FRONT 
PANEL AND ALUMINUM SHIELD HAVE BEEN 
tOsass2 7558S CBM%:60276 ALT O 
WAR. 44 ; 


? cBa460618 


CHANGED TO FERROUS CONSTRUCTION. 


cen 46061-C GEN SONAR USE 
RECEIVER-AMPLIFIER 

SAME AS TYPE -46061 EXCEPT IS MODIFIED 
FOR TINE VARIATION GAIN BY ADOITION 

OF SINGLE ON-OFF CONTROL SWITCH RELAY 
FOR SUPPLYINS DECAYING BIAS VOLTAGE FRON 
POLARIZING VOLTASE, AND A DECOUPLING 
NETWORK FOR FEEDING VOLTAGE TO THE 2-1F 
10/1/44) 7558 

BEC. 44 755-7000 


cem46061-¢ 
STAGES. (SEE CONTRACT NXsr-55646) 


CBN 46061-D GEN. SONAR USE 

RECERVER-AMPLIFIER 

SAME AS TYPE -46061-A EXCEPT IS MODIFIED 
+ FOR TIME VARIATION GAIN BY ADDITION OF 

SUNSLE ON-OFF CONTROL SWITCH RELAY FOR 

SUPPLYING DECAYING BIAS VOLTAGE FROM 

POLARIZING VOLTASE, & A DECOUPLING NET- 

WORK FOR FEEDING VOLTAGE TO THE 

10/7/44 755-A 

OEC, 44 755-7000" 


cex46061-o0 
2 UF STAGES. (SEE CONTRACT NXsr-55646). 


NAVSHIPS 900,109 


oat, aia a FIRST ASSIGNED FOR WAFL GREK, 


C84 46061-F GEN SONAR USE 


RECENVER-AMPLIFIER 
SAME AS TYPE -46061-8 EXCEPT IS MODIFIED 
FOR TIME VARIATION GAIN BY ADDITION OF 
SINGLE ON-OFF CONTROL SWITCH, RELAY FOR 
SUPPLYING DECAYING GIAS VOLTAGE FROM 
POLARIZING VOLTAGE, & A DECOUPLING NET- 
WORK FOR FEEDING VOLTAGE TO THE 

10/7/44 75583 

DEC. 44 755-7000 


can46061-F 
2. 1F STAGES. (SEE CONTRACT NXsr-55646 


cek 46062 GENERAL USE RA4GF284A & 
ANTENNA COUPLING LINE UNIT © SEE BELOW 


© MODIFIED BY EN 8/144-38/78/01. 
2/18/38 
NOV. 41 


RW- 46063 oT 
RECEIVER UNIT 
2000 TO 30,000 KC. 


4/39/38. - CNASHRO 
NOV. 41° MODIFIED 


cey 46064 RU-8 

RECEIVER 

USES COIL SET ~47128 TO COVER FREQUENCY 
RANGE 200 TO 400/530 TO S600 KC. SAME 

AS TYPE -46051A EXCEPT HAS A GANG 

TUNING CAPACITOR OF EXTENDED RANGE TO 
PRODUCE A 2 TO 1 TUNING RANGE FOR SINGLE 
RANGE COILS. 

4/26/38 

Nov. 41 


"ere 46065 cxs 


RECEIVER : 
1S TO 1500 KC - 8 BANDS; FOR NON-DI- 
RECTIONAL, UNILATERAL OR BILATERAL LOOP 
RECEPTION, ON MODULATED OR PURE Cw; 
VARIABLE BAND WIDTH CONTROL; 600 OHMS 
AUDIO OUTPUT. 12 TO 14 VOLTS Do OPERA- 
TION. 

TAVI38 FEI30N9 

NOV. 41 


cre 46066 cxs 
RECEIVER BASE 
FOR USE WITH TYPE -46065 RECEIVER. 


T/VN/38 
NOV. 41 
RA- 46067 XAE RAG F202 


RECEIVER AMPLIFIER 
USES TYPE RA-20075 POWER SUPPLY. 


7/28/38 
WOV. 41 


crv 46069 TBS 

RADIO RECEIVERS 

60 TO 80 MC. 2 WATTS AUDIO OUTPUT - 
600 OHMS OUTPUT IMPEDANCE HAS INTEGRAL 
RECTIFIER UNIT FOR 115 VOLT, 60 CYCLE 
SUPPLY. 1 AMP 110 WATTS, 


8/1/38 M1-8616 T-620077 REV 2 


OCT. 42 


CRV46068-A T8s-5 

RADIO RECEIVER: 

60 TO 80 MC, 2 WATTS AVOIO OUTPUT-600 
OHMS OUTPUT IMPEDANCE. HAS INTECIAL 
RECTIFIER UNIT FOR 115 WV, SINGLE PHASE, 
60 CY SUPPLY, 1 AMP, 310 WATTS. SAME AS 
BASIC NU¥3ER EXCEPT USES 6u5S-GI/G TUBE 
INSTEAD OF 6U5G. 

3/9/45 CRY3MI-8732 

SEPT 43 


cRV 46068-8 Tes-8 

RaOlO RECEIVER - 
60 TO 80 HC, 2 WATTS AUDSO OUTPUT -600 
OHMS OUTPUT IMPEDANCE. HAS INTEGRAL 
RECTIFIER UNIT FOR 115%, SINGLE PHASE, 
60 CYCLE SUPPLY, 1 AMP., 110 WATTS. SAME 
AS -46066-A EXCEPT IT HAS ADDITIONAL 
TUSE CLANPS AND HAS ADDED STENCILLING 


10/13/44 Nt-8732 T-620077 
FEB. 45 REY 6 
CRV469063-8 


ON CHASSIS ADJACENT TO SOCKET FOR TUBE 
TO IHOFCATE CORRECT POSITION FOR INSER- 
THON OF TUBE MECHAHICALLY & ELECTRICALLY 
INTERCHANGEABLE WITH -46068-A. 


cen 46069 NH-10 

RECEIVER-AMPLIFIER 

17 TO 19 KC USES TYPE -20060A POWER 
SUPPLY SIMILAR TO 46060 - DIFFERING IN 
COMPONENTS AND METHOD OF MOUNTING. 


8/9/38 574m SKI3993S4 
NOV. 4! 


coe 46070 Cxx 

RECEIVER 

FREQUENCY RANGE 88 TO 100 MC. POWER 
SUPPLY 12 VOLTS. 0.6 A. DC., 200 VOLTS, 
4 MA OC. 


@ 214. 231A, 2318 

OG WASH. INST OF TECK SKETCH 847 REV 9 
a/2//$8 & SEE ABOVE oSEE ABOVE 
NOV. 41 


coe 46071 CXxXx 
RECEIVER MOUNTING BASE 


QWASH. INST. OF TECH. SKETCH, 848 REV 6 
8407/58 221 SEE Above 
NOV, 41 


CNA 46072 RAO 

RECEIVER UNIT 

640 KC 10 30 MC.HAS INTEGRAL RECTIFIER 
UNIT. FOR OPERATION. FROM 410 TO 115 VOLTS 
$0 10 60 CYCLES; FOR RACK MOUNTING. 


9/9/38 
NOV. 41 


aia 


EAMG ries assigns ror) HAM ARAMEN 
46073 RJ 
AMPLIFIER 
1/7539 
NOV. 41 
co- 46074 CXAC 


RECEIVER UNIT 

FREQ RANGE 77 TO 78 MC. FOR RECEPTION 
OF AMPLITUDE OR FREQUENCY MODULATED 
SIGNALS. 


1/27/39 
wOV. 41 


4SHSAI 


CNA 46075 =—- RAY 

RADIO RECEIVER: CRACK 

MOUNTEO). FREQUENCY RANGE 56 TO 85 MC. 
INCLUDES A BUILT-IN AUDIO AMPLIFIER, A 
LOUDSPEAKER ANO INTEGRAL RECTIFIER TO 
PERMIT OPERATION FROM 105 TO 120 VOLTS 
SiNGLE PHASE. 60 CYCLES. 


sy 


7/25/39 NC-110RS 
JUNE 42 
CNA46075A = RAU-2 


RADIO RECEIVER: RACK 

MOUNTED FREQUENCY RANGE 56 TO. 85 MC. 
INCLUDES A BUILT IN AUDIO AMPLIFIER A 
LOUDSPEAKER AND AN INTEGRAL RECTIFIER TO 
PERMIT OPERATION FROM 105 TO 120 VOLTS 
SINGLE PHASE 60 CYCLES. SAME AS CNA-~ 
46075 EXCEPT FOR OMISSION OF THE ON-OFF 
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6/20/42 © CNA:NC-100RS CUF2P-39577 
OCT. 42 sub 0 
& B+ SWITCHES ANO THE cna 460754 


RELOCATION OF THE LOUD- 
SPEAKER GAIN CONTROL TO THE FRONT PANEL 


ect 46076 RBN1,2 

MEDIUM FREQUENCY RECEIVER? 
FREQUENCY RANGE 200 TO 2000 KC 
POWER SUPPLY 


205 VOLTS DC AT 0.07 AMP 
; 12 VOLTS 0C/25 Ox 60 CYCLES AC, 2.0 
5 AMPS : 
7/26/33 CAY:T-7608626 
auc, 42 sus 0 


cay 46076-A RBN-S 

MEDIUN FREQUENCY RECEIVER 

FREQ. RANGE: 200 TO 2000 KC. INPUT 205 
YOLTS DC AT 0,07 AMPS AND 12 VOLTS 0C/25 
OR 60~ AT 2.0 AMPS, SAME AS -46076 EX- 
CEPT USES RECTANGULAR CAPACITORS MOUNTED 
ON TOP CHASS!S, USES NEW TYPE CALIBRATING 
CHART, DIAL LIGHTS MOUNTED TO FACILITATE 
1/42f4ae T-7611365 

WAR, 44 REV 2 


cav46076-a 
REPLACEMENT, IMPROVED DIAL MECHANISH, 
INCLUDES NEW TYPE OSCILLATOR TRIMMER 
COREHOLOERS. INTERCHANGEABLE WITH -46076 
AS & UNIT, 
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cot 46077 RBM, -1,-2 
HIGH FREQUENCY RECEIVER: 
FREQUENCY RANGE 2000 TO 18,100 KC 
POWER SUPPLY 
205 VOLTS DC AT 0.07 AMP 
12 VOLTS DC/25 TO 60 CYCLES AC. 2.0 


Anes 

7/26/39 CAY:T-7608628 
AUG. 42 suB.o 

cay 46077-A = RBH-5 


: HIGH FREQUENCY RECEIVER 
FREQ. RANGE: 2000 TO 18,100 KC. INPUT? 
205 VOLTS OC AT 0.07 AMPS AND 12 VOLTS 
0C/25 OR 60~ AT 2.0 AMPS. SAME AS 
EXCEPT USES RECTANGULAR CAPACITORS : 
MOUNTEO ON TOP CHASSIS, USES NEW TYPE 
CALIBRATING CHART, DIAL LIGHTS MOUNTED 


1/12/44 . T-7611365 
MAR, 44 REV. 2 
cav46077-A 


TO FACILITATE REPLACEMENT, 
OLAL MECHANISH, 
LATER TRIMMER CORENOLDERS. 

ABLE WITH -46077 AS A UNIT. 


IMPROVED 


INTERCHANGE - 


ect 46078 RBM,-1,-2 
RADIO RECELVER ASSEMBLY: 

CONSISTS OF TYPES 46076 AND 46077 
RECEIVGR UNITS HOUNTED IN WATER PROOF 


CASE. 
7/26/39 CAY:T-7605886 
JUNE 42 sue 3 : 


cay 46078-A RBH 

RADIO RECEIVER ASSEMBLY 

CONSISTS NAVY TYPES CAY-46076-A, 
CAT-46077°A RECEIVER UNITS MOUNTED IR 
WATER PROOF CASE, INTERCHANGEABLE WITH 
NAVY TYPE -46078, : 


VW/i2e/aa . a 
WAR. 44 


cama 46079 WAA 

RECEIVER AMPLIFIER 

UNIT, FREQUENCY RANGE: 22.5 TO 25.5 KC 
A PART OF.*78092 INDICATOR; REC. AMP-. 
LIFIER UNIT, ; 


879/39 S74P 692t ALTO 
NOV. 41 
cwsA 46080 RAS 


RECEIVER UNIT 

CONVERSION FREQUENCY 175 KC.FOR OPER- 
ATION FROM 6,3 VOLT 3.5 AMP AC + OC AND 
220 VOLTS 70 MA OC.FOR RACK MOUNTING, 


1Os12/39 
NOY. 43 


CNA 46080-A* RAS, RAS-1 
RECEIVER UNIT : 
OPERATES FROM 6.3 VOLTS 3.5 AMPS AC-0C 
AND 220 VOLTS, 70 MA DC, 


ING, SAME AS CNA-46080 EXCEPT HAS WIDE 
BAND "JF" TRANSFORMERS, NAVY TYPES 
Cna-47540 AND CHA-47501. 

#NX89-24547 

6/17/43 

wov. 43 


CONFIDENTIAL 


-46077 


INCLUDES NEW TYPE OSCIL~ 


FOR RACK MOUNT- 


cNA46081 RAW 


RECEIVER UNIT 
CONVERSION FREQUENCY 456 KC FOR OPER- 
-ATION FROM 6.2 VY, 3.4 AMPS AC AND 240 V, 


70 MA DC. FOR RACK MOUNTING. 

lostas39 

OEC. 41 

cBM 46082 NM-12 SSRE46N1049 


RECEIVER AMPLIFIER 
17 T0 19 KC.USES -20059 POWER SUPPLY. 


6893 ALT O 
574N 


10/16/39 S74N 
NOV. 41 


68M 46082-A NHC-1 

RECEIVER AMPLIFIERS 

SAME AS -46082 EXCEPT FOR TUBE LINE UP 
AND THE ADDITION OF TWO CATHODE RESIS- 
TORS. TUZES ARE NOW FOUR 6SK7 THREE 65/7 
AND TWO GV6GT. MOUNTED IN LOWER PART OF 
SIND ECATOR -AMPLIFIER. 


8 (22/48 
AUG. 43 


C8Ms574T CBM:6893 ALT O 


~-cem- 46082-8 nuc-2 
RECEIVER AMPLIFIER — 
FREQUENCY RANGE 17 TO 19 KC. SAME AS 


TYPE -46082-A EXCEPT FOR INOLUSION OF 
AMERICAN WAR STANDARD COMPOSITION RE- 
SISTORS, SIAINLESS STEEL SCREWS, BLACK 


FRONT PANEL HARDWARE AND OGLETION OF 
RUBBER PARTS, 


11/30/44 574.V 60457 
JAN. 45 ALT 0 
c8y 46083 RaT 


RECEIVER UNIT 
13.5 TO 20 MC; POWER SUPPLY; 11 
(32) VOLTS DC, 


TO 45 


10/25/39 
ROV. 41 


cer 46084 Rat 
RECEIVER UNIT 
20 TO 27 MC; POWER SUPPLY: 11 TO 18(12) 


VOLTS OC. 
10/25/39 
WOoV. 41 


cey 46085 RaT 
RECEIVER MOUNTING 


10/25/39 
MAR, 42 


BE94R2-A EO 
7976~3-8 


crv 46086 oz 
RECEIVER UNIT 
150 TO 1$00 KC. 


11/20/39 
NOV. 41 


M-420746 REV 2 


NAVSHIPS 900,109 


3 46-6 
HA Ch FIRST ASSIGNED FOR | HAYS RRAMING., 


crv46087 0Z 
RECEIVER MOUNTING BASE 


11720/39 : . . M-420746 REV 2 
NOV. 41 er oe 


cna 46088 RAO-T 

RECEIVER UNIT : 

$49 KC TO 30 MC, HAS INTEGZAL TUNING 
UNITS AND RECTIFIER UNIT FOR OPERATION 
FROM 110 TO 115 VOLTS, 50 TO 60 CYCLES 
AC. SIMILAR TO -46972 EXCEPT IS A 
CASINET MODEL AND TU3E LINE-UP AND 
INCLUDES A NOISE SUPPRESSION CIRCUIT. 
WN/22/39 a Oe 

AUS.. 42 


7 t 
OUTPUT IMPEDANCE IS 5000 cnA 46088 
OHMS. 


RW- 46089 OT-2 

RECEIVER UNIT 

540 KC TO 30 “C3; INCLUOES A RW-20067 
VIBRATOR POWER yNtT FOR OPERATION FROM 
TWO TYPE -19019 BATTERIES IN PARALLEL. 


+ 19726/39 CNATHC-100 
NOV, 41 MODIFIED 


cc- 46090 RAR 
RECEIVER UNIT 
“132-186 MC, - PHONE CAS) AND MCH CA2D3 
SUPERHETERODYNE WITH, 20 MC IF CHANNEL. 
PONER SUPPLY 115 VOLT, 60 CYCLES AC. 


W1/28/39 4SH7A1 
NOV. 41 


67 -7665063 REV 


cRR 46091 RAP 

RECEIVER UNIT 

180 TO 1500 KC % 1800 TO 15000 KC. WITH 
PROVISION FOR HOMING. ON FREQUENCY 

RANGE 150 TO 1500 KC. : 


12/6/39 eet. ee /L-711378 REV 2 
HOV. 41 * , 


crn 46092 © RAZ 
RADIO RECEIVER : 
15 TO 600 KC, BAND CHANGE SWITCH. 


T2/135/39 AR-8503 
NOV. 41 


crv 46093 DQ-3 

RADIO RECEIVER 

100 TO 1500-KC, SIMILAR TO -46040A 
EXCEPT INCLUDES REC. INPUT TRANSFORMER 
ANO CHANGE IN BAND SWITCH WIRING AND- 
BALANCE COIL, 


12/20/39 \ Be K-868585 SUB O 
MAR. 42 


pare MA AGTHRER'S _| AACA. 
NAVSHIPS 900,109 . 


Class 46—Receiving Units and Converters 


aR FIRST ASSIGNED FoR | CHAMY DRAWING | 


cac 46094 © oH 
HETROOYNE. DETECTOR 


“RANGES 25 KC TO 5 MC WITH PLUS-IN COILS 


WITH SELF CONTAINED POWER SUPPLY FOR 
OPERATION FROM 115 VOLTS, SINGLE PHASE, 
60 CYCLES AC... 


~ 4/3/40 : 619-135F REV O 
NOV. 41 . 


RV 46095 ~ -QCu-2 & QCL 1ORE461052A 


RECEIVER AMPLIFIER; 
FREQUENCY RANGE 17 TO 32.XC 


2/1/40 MI-8938 CRVsu-303253 
JUNE 42 SUS 18 


c8y 46096 RAT 

RECEIVER RACK=2 UNIT 

INCLUDES ASSOCIATED RECEPTACLES AND 
RELAYS FOR TWO RECEIVERS; POWER SUPPLY: 
t1 TO 5 (12) VOLTS DC 


2/18/40 
NOV. 41 


cex 46097 *® SEE BELOW SSRESOF 1095A 
RECEIVER AMPLIFIER 

24 €22.5 TO 25.5) KC, RECLASSIFIED TYPE 
NUMBER FOR NAVY. TYPE C3M-50040, 


* NM-14, NH-isg (60040) 
974/40 5 68F 
NOV. 41 


crv 46098 RAQ 

RECEIVER UNIT 

FREQUENCY RANGE: 60 TO 200 MC; WITH 
INTEGRAL RECTIETER POWER UNIT FOR JIS 
VOLT, SINGLE PHASE, 60 CYCLE SUPPLY. 


10/10/40 TX-261920 SuB 
NOV. 41 


crv 46099 ze 
RECEIVER UNIT 


10/18/40 K-865141 SUB 0 
NOV. 41 E 


cau 46100 NJ-1/NI-2 
RECEIVER-AMPLIFIER 

ONE STAGE TUNED R-Fe. DETECTOR, AND 
OUTPUT STAGE. AMPLIFIER RECTIFIER POWER 
SUPPLY 1S. CONTAINED WITHIN THE AMPLIFIER 
ASSEMBLY. 


10/19/40: 6018 SK-4688 ALT 0 
NOV. 41. 


con 46100-a Noes 
RECEIVER-AMPLIFIER: 
ONE STAGE TUNEO R,Fe, DETECTOR, AND OUT- 
PUT STAGE, RECTIFIER POWER SUPPLY IS 
CONTAINED WITHIN CASE. IDENTICAL TO 
CBM-46100 EXCEPT THAT ALL TUSES (EXCEPT 
TYPE 41) ARE “REPLACED BY NAVY STANDARD 
TUZES, OPERATES FROM 115/1/60. 
5/5/43 CBM: s0tH | C8%:SK-4890 
AUG. 43 ALT O 


SHARE. 
CONFIDENTIAL: 


sine oH AHH 


cen 46101 WBA RE 465 1053A.. 
SOUNDING RECSIVER- 

AMPLIFIER. FREQUENCY RANSE 17 TO 19 
KCS. INCLUDES iTS OWN POWZR SUPPLY 
OPERATING FROM 115 VOLTS AC. 


10/29/40 5749 "60013 ALT 0 
MAR. 43 : 


e3y 46102 RAY 
RECEIVER UNIT 

FREQUESICY RAUGE?: 190 TO 559 KC; POWER 
SUPPLY: DYWAMOTOR ANC 22 TO 30 (24) 
VOLTS DC. 


11/8/40 7390-3-A 
NOV. 43 


cey 46103 RAV 

RECEIVER UNIT 

FREQUENCY RANGE: 520 TO 1500 KC; POWER 
SUPPLY: DYNAMOTOR AND 22 TO 30 (24) 
VOLTS oC. 


11/8/40 7390-3-A 
NOV. 41 : 


cey 46104 RAY 

RECEIVER UNIT 

FREQUENCY RANGE: 1.5 TO 3 MC: POWER 
SUPPLY: DYNAMOTOR AND 22 TO 36%24) 
VOLTS DC. 


11/8/40 T390-3-A 
NOV. 41 


cBY 46105 RAV 
RECEIVER UNIT 

FREQUENCY RANCES 3 TO 6 MC; POXER SUPPLY 
DYNANOTOR AND 22 TO 30 (24) VOLTS OC. 


11/8/40 7390-3-A 
NOV. 41 §006-4-8 


cey 46106 RAV 

RECEIVER UNIT 

FREQUENCY RANGE: 6 TO 9.E MC3 POWER 
SUPPLY: DYNAMOTOR AND 22 TO 30(24) VOLTS 
oc. 


11/8/40 7390-3-A 
NOV. 41 5007-4-C 


cay 46107 RAV 

RECEIVER UNIT 

FREQUENCY RANGES 9 TO 13.5 MC 3 POWER 
SUPPLY; DYHANOTOR AND 22 TO 30(24) 
VOLTS OC. 


11/8/40 ? 7390-3-A 
NOV. 41 


cey 46108 RAT-1 & RAV 

RECEIVER UNIT 

FREQUENCY RANGE: 13.5 TO 20 MC; PCWER 
SUPPLY: DYNAMOTOR AND 22 TO 30(24) 
VOLTS DC. SAME AS CBY-45083 EXCEPT FOR 
FILAMENT VOLTAGE. 


11/8/40 "-7390-3-A 
NOV. 4 


SPARE, Fins assiGNeD FOR | MAYY RRAWING | 


cay 46109 
RECEIVER UNIT 
FREQUENCY RANGE: 20 TO 27 MC; POWER 
SUPPLY: DYNANOTOR AND 22 TO 30 (24) 
VOLTS DC. SAME AS CBY-46034 EXCEPT FOR 
FILAMENT VOLTAGE. 


RAT-1 & RAV 


11/8/40 
NOV. 41 


7390°3-A 


cay 46110 RAT-1 

RECEIVER RACK - TWO UNIT 

HHCLUDES ASSOCIATE RECEPTACLES & RELAYS 
FOR THO RECEIVERS. SAME AS NAVY TYPE 
744996 EXCEPT FOR OPERATION FROM 22 TO 
30(24) VOLTS DC. 


11/8/40 
MAR, 42 


S018-3~-A 
7978-3-8 


cey 46111 RAW 

RECEIVER RACK - FOUR UNIT 

INCLUDES ASSOCIATED RECEPTACLES AND 
RELAYS FOR FOUR RECEIVERS. SAME AS NAVY 
TYPE 46110 EXCEPT FOR ADDITIONAL UNITS. 


11/8/40 
NOV. 41 


7390-3-A 


cey 46112 RAY 
RECEIVER MOUNTING 


11/8/40 
NOV. 41 


7390-3-A 


co-.46113 CXAG 

RADIO RECEIVER 

FREO. RANGE: 85 TO 100 MC; MCNCA2) OR 
PHONECA3) FH OR AM. 


11/13/40 T-7661252 REV I 


NOV. 41 


co- 46114 CXAJ 

RADIO RECEIVER : 
FREQ, RANGE: 1<5 TO 140 MC; MCHCAZ) OR 
PHONECA3) FM OR AM. 


11/13/40 T-7661252 REV I 


NOV. 41 


cc- 46115 RAX 

RADIO RECEIVER 

FREQ. RANGES 200 TO 1500 KC; CWCAI), MCW 
(AZ, & PHONECA3S); INCLUDES AN INDIVIDUAL 
DYNAMOTOR UNIT FoR OPERATION FROM 24 TO 
28 VOLTS OC. 


11/28/40 WW-7350179 
NOV. 41 REV 1 


cc- 46116 RAX 

RADIO RECEIVER 

FREQ: RANGE: 1.5 TO 9 MC; CWCAI), MCW 
(A2) & PHONECAS>; INCLUDES AN INDIVIDUAL 
DYNAMOTOR UNIT FOR OPERATION FROM 24 TO 
28 VOLTS DC. 


11/28/40 WH-73550179 
NOV. 41 Rev i 


Class 46—Receiving Units and Converters 


oesiShATiON 


Jnesr assianeo rox | oRASLRRAYINS, 


cc- 46117 RAX 

RADIO RECEIVER 

FREQ. RANGE: 7 TO 27 MCs CWCAT), NCHCA2) 
& PHONECA3); INCLUDES AN INDIVIDUAL 
OYNAMOTOR UNIT FOR OPERATION FROM 22. TO 
28 VOLTS OC. 


11/28/40 ° WH-7350179 
NOV. 41 : REVI 


cc- 46118 RAX 

RECEIVER RACK 

INCLUDES ASSOCIATED RECEPTACLES FOR 

THREE RECEIVERS, SHOCK REOUCING MOUNTS & 
AND FOUR ADAPTER MOUNTING PLATES. ‘ 


11/28/40 WW-7350179 
NOV. 41 REV 1 


RHW- 46119 DY-2 & DAA 

RECEIVER UNIT 

540 TO 30,000 KCS; IMCLUOES A TYPE 
=20116 VIBRATOR PGHER UNIT FOR OPERATION 
FROM TWO TYPE -19019 BATTERIES IN ae 
PARALLEL. 


12/13/40 
NOV. 41 


coe 46120 za 

GLIDE PATH RECEIVER WITH 

MOUNTING SASE, FREQUENCY RANGE: 83 TO 
100 MC; POHER SUPPLY; 0.6 AMP AT 12 
VOLTS OC AtO 4 MA AT 200 VOLTS OC. 


@ WASH. INST. OF TECH. DWC 2314 REV O 
11730740 ty SEE ASOVE 
NOV. 43 “ : 


crv 46121 zee) These 
RECEIVER UNIT WITH SHOCK- 

PROOF MOUNTING, SIMILAR TO CR¥ -46099 
EXCEPT FOR FILAMENT WIRING AND SOME 
MINOR DETAILS OF CONSTRUCTION, NOT 
INTERCHANGEABLE ELECTRICALLY. 


12/26/40 
NOV. 41, 


cam 46122 WAC 
RECEIVER - AMPLIFIER’ : 
MODIFIED CGM -46097 FOR 20 KC OPERATION. 


V/1s/4l 


S68F MODIFIED SKz3352-ALT 0%: 
Nov. 41 a 


crv 46123 OZ-1 
RADIO RECEIVER ; ‘ 
FREQUENCY RANGE: 15 TO 70 & 100 TO 1500 
KCS, FILAMENT SUPPLY 27.9 (22 TO 30) 
VOLTS DC; PLATE SUPPLY 220-VOLTS DC. . 


2/4/41 


M-421233 SUB O 
Nov. 41 


(CRY 46124 Ol-a 

RADIO RECEIVER 

FREQUENCY RANCE: 15 TO 70 AND 100 TO 
1500 KCS. FILAMENT SUPPLY 24 VOLTS DC, 
PLATE SUPPLY 220 VOLTS DC. SAME 
DIMENSICNS AS - 46123 BUT WIRING AND 
CIRCIUT DIFFER. 


3/18/41 
NOV. 41 


M-421233 REV O 


CONFIDENTIAL 


“FREQUENCY: ALSO CW OR PHONE 


K-865142 Sua-0 |”. 


3.46=7 
BNGLRI, —_[rasr asioneo rox | RARE | 


RA- 46125 XAP 

RADIO-RECEIVER 

FREQUENCY RANGE 132 TO 210 MCS. INCLUDES 
AN INTEGRAL RECTIFIER POWER UNIT FOR 
OPERATION FROM 115 VOLTS, SINSLE PHASE, 
60 CYCLES; SUITA3LE FOR RECEPTIAL OF 
SINGLE OR DOUBLE MODULATED SICKALS 
HAVING A 175 TO 225 KC DOUBLE ACDULATION 
4/18/43 

NOV. 41 


f 46125 
ON THE DOUSLE MCW. 


co- 46126  =TcL 
FM RADIO RECEIVER 
FREQUENCY RANGE 30 TO 42 MC; CRYSTAL 


CONTROLLED - SUITAZLE FOR RECEPTION OF 


FM SIGNALS HAVING A MAXIMUM OF £ 15 KC 


~ SWING. 


4/21/41 ASF181 GE1-13622A 
APR. 42 PAGE 8 


cau 46127 CXAY 

RECEIVER-AMPLIFIER 

JOENTICAL WITH CBM -4605TA EXCEPT THAT 
TUNING RANGE IS 33 TO 44 KILOCYCLES, 


a/2i}al 7556 
NOV. 41 


SK:4003 ALT O 


cc: 46128 RAX-4 

RECEIVER RACK - SINGLE 

RECEIVER. INCLUDES ASSOCIATED RECEP- 
TACLE ANO JUNCTION BOX wtTH TwO PHOUE 
JACKS AND SWITCH TO TRANSFER AUDIO POKER 
FROM RECEIVER TO EITHER PHONE JACK. 


B42741 KL-7763086-Cl P-7763086 REV O 


NOV. 41 


c8y 46129 ARA 

RADIO RECESVER 

FREQUENCY RANGE: 190 TO $50 KC; POWER 
SUPPLYSENDI VIDUAL DYNA“OTOR AND 22 TO 24 
VOLTS DC; SAME AS CBY-46102 EXCEPT FOR 


“QMISSION OF ANTENNA LOOP SWITCH. 


5722041 
NOV. at 


cul 46130 RBK 

RADIO RECEIVER 

FREQUENCY RANGES; 27.8 TO 47. 46 TO 82, 
82 TO 143 He. Fia-OR AM. OPERATES FROM 
110 V, 60 CYCLES. SINGLE PHASE. OUTPUT 
THPEDANCE 5000 & 500 OHMS. INCLUDES 
RECEPTACLE FOR PANORAMIC ADAPTER CFIRST 
70 SUPPLIED WITHOUT RECEPTACLE). SIMILAR 


Ws7sat S 27,4001 FIED 920934 
MAR. 44 

cHL 46130 
TO -46241. 


ee 
_ NAVSHIPS 900,109 


3.46-8 


DEARLAMON [First assicnsp ror | HAS ERPAMNEN 


Class 46—Receiver Units and Converters 


Coon | “wane | amen || en | ee 


CHL46130A = R&K-3,4,5 > 

RADIO RECEIVER: FREQ RANGE 

27.8 TO 143 MC, FM OR AM. OUTPUT IMPED- 
ANCE 5000 OHMS AND 800 OHMS. SAME AS 
TYPE CHL-46130 EXCEPT HAS NO RECEPTACLE 
FOR PANORAMIC ADAPTER AND HAS POWER 
TRANSFORMER TO PERMIT OPERATION FROM 119 
OR 230 VOLTS, | PHASE, 50 TO 60 CYCLES. 
8722742 S-27-DU 920034 

MAR. 43> 


CHL461308 RBK-6 

RADIO RECEIVER: FREO RANCE 

27.8 TO 143 FM OR AMs. OUTPUT IMPEDANCE 
4S S00 AND 5000 OHMS. OPERATES FROM 110 
OR 230 VOLTS, | PHASE, 50 TO 60 CYCLES. 
SAME AS -46130A EXCEPT HAS RECEPTACLE 
FOR PANORAMIC ADAPTER. 


42/23/42 S-27-DU 920034 
HAR, 43 ISSUE A 


CHL- 46130-c RaK-12 

RADIO RECEIVER: 

FREQUENCY RANGE: 27.8 TO 143 MC: FM OR 
AM: OUTPUT IMPEDENCE $000 OHMS ANC S0C 
OHMS. OPERATES FROM 115 OR 230 VOLTS | 
PHASE 50 TO 60 CYCLES. HAS RECEPTACLE 
FOR PANORAMIC ADAPTER. SANE AS 

+46130-8 EXCEPT HAS HERMETICALLY SEALED 
3/3/44 1X334 ’ 920883 

JULY 44 : 


: cHL- 46130-c 
TRANSFORMERS AND CHOKES AND USES PER- 
MEABILITY TUNING INSTEAD OF AIR TRIHHERS 


cut 46130-d RoxK-14 

RADIO RECEIVER 

FREQ. RANGE: 27.8 TO 143 MC FM OR AM, 
OUTPUT IMPEDANCE 5000 OHMS 8 500 OHMS 
OPERATES FROM 115 OR 230 VOLTS 1 PHASE 
5O TO 60 CYCLES, HAS RECEPTACLE FOR 
PANORAMIC ADAPTER, SAME AS -46130-C 
EXCEPT FOR HINOR CIRCUIT CHANGES @ 
8/19/44 

OEC. 44 


CHL46130-0 
ADDITION OF AN EXTERNAL PLUS TO PERMIT 
RECEIVER TO BE BLANKED. 


cam 46131 Nu-3 

RECEIVER-AMPLIFIER: 

TWO STAGES RF, DETECTOR AND OUTPUT STAGE 
FREQ RANGE: 20.6 TO 23.8 KC. AMPLIFIER 
RECTIFIER POWER SUPPLY IS CONTAINED 
WITHIN THE AMPLIFIER ASSEMBLY. INPUT 68 
WATTS AT 345 VOLTS 60 CY SINGLE PHASE. 
SIMILAR TO 46100 BUT HAS NEWER TYPE TuUats 
6/5/45 CBM: 835 CBMXSK-4695, 
AUG. 43 aur oO 


. cou46131 
AND HAS SLIGHTLY LARGER CURRENT DRAIN. 


NAVSHIPS 900,109 


c8N46131-A NuJ-9 

RECEIVER-AMPLIFIER: 

TWO STAGES OF RF, DETECTOR AND OUTPUT 
STAGE. FREQ RANGE 20.6 TO 23.8 KC. 
AMPLIFIER RECTIFIER POWER SUPPLY IS CON- 
TAINEO WITHIN THE AMPLIFIER ASSEMBLY, 
INPUT: 68 WATTS AT 115 V, 60 CY, SINGLE 
PHASS, SIMILAR TO-46100 BUT HAS NEWER 
3/12/43 CBM:835C CBM:SK-S396A 
MAY 43 : ALT -0 


CON46131-A 
TYPE TUES AND HAS SLIGHTLY LARCER 
CURRENT DRAWN. SAME AS BASIC NUMBER 
EXCEPT CASE IS STEEL. 


cG- 46132 Reo 
RADIO RECEIVER 

FREQUENCY RANGE: 1500 TO 12,000 KC IN 4 
BANDS + 1500 TO 2400, 2400 TO 3800. 5800 
TO 6800, & 6800 TO 12,000 KC. RECEIVES 
CH OR MCW, VARIA3LE OR CRYSTAL CONTROL- 
LED BY ANY OF 4 PRESELECTED CRYSTALS, 

© P-7763782-1 REV O, P-7763574-1 REV O. 
8/11/41 4SHTELAT @ SEE ABOVE 
WAR. 42 ML*7763574-C! 


INCLUDES A SHOCK ABSORBING 46132 
MOUNTING RACK, REQUIRES 1.18 AMP AT 
12.6 V AND 100 MILLIAMP AT 225 VOLTS. 
POWER OUTPUT 2 WATTS INTO 600 OHM LINE. 


cBN 46133 9 JK-9 SSRESEUTOSIA 
RECEIVER-AMPLIFIER: FREQ 

RANGE 1S 12.5 TO 26.2 KC. OPERATES FROM 
1h547760 1.0 AMP, 75 WATTS. TWO STAGES 
T.Rots, TUNED DETECTOR, TWO STACES AUDIO 
OSCILLATOR, AND BUILT-IN THERMIONIC 
RECTIFEER. 


8715742 869 CBM:SK-4993 
MAR. 42 ALT 4 


RW- 46134 DY-3 
RADIO RECEIVER 

$40 TO 30,000 KCS. INCLUDES A TYPE 
20116 VIBRATOR POWER UNIT FOR OPERATION 
FROM TwO TYPE -!9059 BATTERIES IN 


RW 46F 764A 


PARALLEL. 


8729744  NC-100A 
NQV. 43 


cnr 46135 ML & NL-l 

RADIO RECEIVER 

FREQUENCY RANGE 1550 TO 4200 KC (CONTIN: 
VOUSLY VARIAZLE): INCLUDES 10 PRESELEC- 

TED CRYSTALS WITHIN THE 2000 TO 3000 KC 

BAND. POWER SUPPLY 115*VOLTS DC. INPUT 
CURRENT 0.48 AMP. 
9/4/41 763-8 CNR:395B1 2-2 
AUG. 42 


cRV 46136 * SEE BELOW 

RAQIO RECEIVER 

100 TO 1500 KC, SAME AS CRV-46040A 
EXCEPT AN ELECTRIC EYE HAS BEEN ADDED. 
ANTENNA’ GROUNDING RELAY OPERATES FROM 
6(5.4 TO 7.5) V, 60 CYCLES. INPUT: 6.1 
WV. 3.3 AMPS AC/OC AND 100 V, 0.3 AMP DC. 
™ Or-12, 13, 15 : 
9/4;41 K~868585 SUB 1 
AUS. 42 


CONFIDENTIAL 


[| Naar | Tears TMAH 


OuARATION [rst ASSIGNED FOR OA NEARELE, | [one | FIRST ASSIGNED FOR | TNA GRNE | 


crv 46137 OP-34 

RADIO RECEIVER 

100 TO 1600 KC. SAME AS CRV-461356 
EXCEPT ANTENNA GROUNDING RELAY OPERATES 
FROM 6(5.4 TO 7.5) VOLTS DC AND INCLUDES 
A STARTING RELAY FOR PLATE VOLTAGE, 


974/41 K-868585 SUB 1 
MAR. 42 : 


crv 46138 OP-16 

RADIO RECEIVER 

$00 TO {500 KC. ANTENNA GROUNDING 

RELAY OPERATES FROM 6(5.4 TO 7.5) VOLTS, 
25 CYCLES AC, OTHERWISE SAME AS 
CRV-46136. 


974/41 . K-868585 SUB I 
MAR. 42 


cz¢ 46139 R80 

RADIO RECEIVER: 

FREQUENCY RANGE: 0.53 TO 1.6 MC AND 5.55 
TO 15.6 MC. INCLUDES AN INTEGRAL REC- 
TIFIER POWER UNIT FOR OPERATION FROM 
$35/1/60. 


2/18/42 LR-$2 RB0-101 
AUG. 44 


che 46140 RBG 

RaDIO RECEIVER 

640 KC TO 30 MC. 

FOR OPERATION FROM 110/f/60. 


975745 
APR, 42 


crv 46141 oP-17 

RADIO RECEIVER 

100 TO 1500 KC. ANTENNA GROUNDING 

RELAY OPERATES FROM 6(5,4 TO 7.5) VOLTS, 
50 CYCLES, AC, OTHERWISE THE SAME AS 
CRV-46536. 


9/9/41 K~868585 SUB I 
MAR. 42 


CNA 46742 RBE 

RAOIO RECEIVER: ‘ 

S40KC TO SONC. HAS INTEGRAL TUNING UNITS 
AND RECTIFIER FOR OPERATION FROM 110 TO 
115 VOLTS, 50 TO 60 CY. SIMILAR 10 TYPE 
-46088. 


9/21/41 CNA:D+202 REV O 
AUG. 43 


crv 46143 AYA, AYA*1 

AIRCRAFT RADIO RECEIVER: 

SPMILAR TO CRV-46121 (2C-1) EXCEPT FOR 
SIMPLIFICATION OF ALIGNNENT OF I.F. 
CIRCUITS. NOT INTERCHANCEASTE WITH 
°46121.FREQUENCY RANGE 490 TO 510 MC. 
INPUT 110 NA, AT 300 VOLTS ANO. 12-14 V. 
OC AT 1,8 A OR 24 TO 28.6 V DC AT 0.9 Aw 
9429741 866509~501 CRVIP-720125 
MAR. 43 SuB 3 


46144 R6H 
RADIO RECEIVER 
300 TO 1200 AND 1700 TO 16000 KC, NO 
PLUG IN COILS. SIMILAR TO NAVY TYPE 
CNA-46088 (RAO-1) EXCEPT HAS A CON- 
VERSION FREQUENCY OF 1560 KC AND 
FREQUENCY RANGE. OUTPUT IMPEDANCE IS 
6000 OHMS. 
10/22/41 
OCT. 42 


i 
i 
if 
i 
i 
z 
i 
I 
i 


A AGI E NS hs SSRN ELAR LURE LEASES EEN OUST GSES: 


eby 46145 ARA 

RADIO RECEIVER 

FREQUENCY RANGE 520 TO 1500 KC. ‘POWER 
SUPPLY 22 TO 30 (24) V OC. SANE AS 
=46103 EXCEPT FOR OMISSION OF ANTENNA 
LooP SWITCH. 


10/12/41 
DEC. 41 


CRV46146 00-6 

RADIO RECEIVER 

FREQUENCY RANGE 100 TO 1500 KC. SAME AS 
CRV-460393 EXCEPT HAS BEEN MODIFIED TO 
OMIT THE LOOP TRANSFORMER, RESULTING IN 
THE NECESSITY FOR A OIFFERENT RECEIVER 
INPUT TRANSFORMER, INPUT 1S 6.1 VOLTS, 
3.3 AMPS AC/DC, 100 VOLTS, 0.3 AMP OC. 
tls 2os4l. K-863585 REV 1 
SEPT. 42 


crv 46146a 00-6 

RADIO RECEIVER 

FREQ, RANGE 100 TO 1500 KC. SAME AS 
46146 EXCEPT INCLUDES THE ELECTRONIC EYE 
OUTPUT INDICATOR, INPUT 1S 6.1 VOLTS, 
3.3 AMPS AC/DC, 10D VOLTS, 0.3 AMP OC. 


41/26/41 K-868565 REV 1 
SEPT. 42 


cRV 46147 RBB, RBB~I 

RADIO RECEIVER 

FREQ, RANGE 0.5 TO 4.0 “C IN FOUR BANDS: 
500 10°840 KC, 840 TO 1410 KC, 1410 TO 
2370 KC, 2370 TO 4000 KC. POWER INPUT 
6.3 V AC AT 5.4 AMP, 17 VAC AT 0.6 AMP, 
105 V DC AT 5.0 MA, 200 V DC AT 78 MA, 


2/1/41 HX-245485 REV 1 
MAR. 42 


CRV46147A RBB-1A 

RADIO RECEIVER: FREQ RANGE 

+5 TO 4 MC UN FOUR BANDS. 500 TO 840 KC. 
B40 TO 1410 KC, 1440 TO 2370 KC, 2376 TO 
4000 KC. POWER INPUT 6.3 VAC AT 564 AYPS 
17 VAC AT .6 AMP. 105 VDC AT 5 MA, 200 
VOC°AT 78 MA, SAME AS BASIC NUMBER EX- 
CEPT ADDITION OF TUBE, FILTER, AND CON- 
10/26/42 

MAR. 43 


CRV461474 


NECTOR TO ACCOMODATE RBU PANORAMIC 
ADAPTER. 


cRV 46147-8 R2B-1 

RADIO RECEIVER 

FREQ PANSE 0.S TO 4,0 MC IN FOUR 8A"DS: 
500 TO 840 KC, 840-70 1410 KC, 1410 10 
2570 KC, 2370 TO 4000 KC. POWER INPUT: 
6.3V AC AT 5.4 AMPS, 17V AC AT 0,6 AMPS, 
1OSV OC AT 5.0 MA, 200¥ DC AT 78 MA, 
SAME AS -46147 EXCEPT 1S MODIFIED 10 
2/4/44 PX-276790 

HAR. 44 i : 


crv46147-8 
INCLUDE A NAVY TYPE -35047, 


Class 46-—Receiver Units and Converters 


crv 46148 RBC, RBC-I 

RADIO RECEIVER 

FREQ, RANGE 4,0 TO 27 MC IN FOUR SANDS: 
4 TO 6.45 HC, 6.45 TO 10.3 MC, 10.3 TO 
16.5 MC, 16.5 TO 27,0 MC, POWER INPUT - 
6.3 V AC AT S.4 AMP, 17 V AC AT 0.6 AMP, 
105 V DC AT S.0 MA, 200 V OC AT 78 MA] 


12/1/41 7 MX~245485 REV 1 
HAR. 42 : : 


CRV46148-A RBC-IA 
RADIO RECEIVERS 
FREQ RANGE: 4,0 TO 22MC IN FOUR BANDS; : 


4.0 TO 6.45 MC, 6.45 TO 10.3%C, 10.3 TO 


16.5NC, 16.5 TO 27.0MC. POWER INPUT: 6.3 
VAC AT 5.4 AMPS, I17VAC AT 0.6 AMPS, 105 
VOC AT $.0MA, 200 VOC AT 78MA, SAME AS 
BASIC NUMBER EXCEPT ADDITION OF TUBE, 
10/26/42 

AUG. 43 


cRV46148-a-. 


FILTER, ANDO CONNECTOR TO ACCONODATE RBY. © 
PANORAMIC ADAPTOR. pare 


CRY 46148-8 ReCc-1 

RADIO RECEIVER 

“FREQ RANGE 4.0 TO 27 MC IN FOUR BANDS: 

4 10 6,45 MC, 6.45 TO 10,3 MC, 10.3 TO 
16.5 HC, 16.5 TO 27.0 MC, POWER INPUT 
6.3¥. AC AT 5.4 AMPS, 17V AC AT 0.6 AMPS, 
10S5¥ OC AT 5.0 MA, 2004 DC AT 78 MA, 
SAME AS NAVY TYPE -46148 EXCEPT 1S 
2/4/44 PX-276790 

MAR. 44 


crY46148-8 
MOOSFIED TO INCLUDE A NAVY TYPE -35048. 


cBy 46149 ARA 

RECEIVER RACK 

FOR MOUNTING THREE RECEIVERS OF THE 
FOLLOWING CBY TYPES: 46104, ~46105, 
46106, ~-46129, 46145. 


12/4/41 7537-3~ 
MAR, 42 9064-4~ 


>o 


cey 46150 ARA 

RECEIVER MOUNTING 

PROVIDES ANTI-SHOCK MOUNTING FOR THREE . 
RECEIVERS IN TYPE CBY~46149 RECEIVER 
RACK. 


12/asar 7060~2~-8 & 
WAR, 42 9064~4-A 


crv 46151 ARB 

AURCRAFT RADIO RECEIVER 

WaPUT: 28 VOLTS OC 

FREQUENCY RANGE 195 KC TO 9050 KC 


42/4/41 MY-8690 CRY21-620357- 
JUNE 42 501 REV 10 


3.46-9 


ASSIGNED 
ISSUED 


crv 46152 DZ-2 


~ RADIO RECEIVER: 


FREQUENCY RANGE 15 TO 70 AND 400 TO #750 
KC. FILAMENT SUPPLY 27.9 VOLTS 1.7 AMPS 
OC. PLATE SUPPLY 250 VOLTS 45 MA DC, 
SAME AS NAVY TYPE CRY-46123 EXCEPT FOR 
EXTENDED FREQUENCY RANGE. 


12/29/41 


“AUG. 42 


“CRM 46153 ~~ DAE 
“RADIO RECEIVER 
| FREQUENCY RANGE 240 TO 2000 KC. OPERATES 


FROM 115/1/60 


92730741 pee TS= 180 10/6/41 


MAR. 44 


CFT 46154 RBA, RBA-t 
RADIO RECEIVER 


“FREQ. RANGE 15.TO 600 KC IN FOUR BANDS 


15.10 38, 38 TO 95,95 TO 255, 235 TO 600 
KC. : ‘ 


VIB/AV es BR 3808-10 
MAR. 42 | e : 


46155 RAK -6 
RADIO RECEIVER: 
FREQUENCY RANGE 15 TO 600 KC. INPUT 6.2 
VOLTS AT 2 ANPS, 90 VOLTS AT 1 MA OC, 
180 VOLTS AT 35 MA OC. SiMELAR TO NAVY 
TYPE CRV-46044 EXCEPT FOR ADDITIONAL 
SHIELDING AND FILTERING TO REDUCE SUPER- 
FREQUENCY NOISE. 
1/13/42 CNOD: CRVIM~-422339 
MAR. 43 $u3 0 


CHX46155-a  RAK~8 

RADIO RECEIVER; 

barwsENCY RA $5 TO 690 KC. SAME AS 
BASIC NU“3ER EXCEPT FOR USE OF AWS 
CAPACITORS, 


4/2/43 
“MAY. 43 


46156 RAL-6 
RADIO. RECEIVER: 
FREGUENCY RANGE 0.3 TO 25 MC.~ INPUT 6.2 
VOLTS AT 2 AMPS. 90 VOLTS AT 1 MA OC, 
380° VOLTS AT 35 MA DC, SITALLA® TO-HAYY 
TYPE CRV-46045 EXCEPT FOR ADDITIONAL 
SHIELDING AND FILTERING TO REDUCE SUPER- 
FREQUENCY FUTERFERENCE. 
1715/42 CND: CRVI4-422340 
HAR. 43. Su3 0 


CHX46156-A RAL-8 
“RADIO RECEIVERS 
FREQUENCY RAN 0.3 TO.23 MC, SAME AS 
BASIC NUMBER EXCEPT FOR USE OF AWS 
CAPACITORS 


4/2/43 
MAY. 43 


cBY 46157 = ARA 

RECEIVER RACK 

FOR MOUNTING OE RECESVER OF THE FOLLOH— 
ING GENERAL TYPES: -46104, -46105, 
-46106, -46129, ~46145, IDENTICAL TO 
CBY-46182 EXCEPT THaT RELAY COIL 1S 
WOUND FOR 24 VOLTS DC OPERATION. 


1/30/42 7509-2-8 
AUG. 42 


MRCS | NAST 


pare | ARASH | ANAT] 


CONFIDENTIAL 


NAVSHIPS 900,109 
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Class 46—Receiving Units and Converters 


oe eh On 


HAYS EIR [rust ASSIGNED FoR | WAVE GRAWING | iz 


aR [rast Assignen FoR | ot PERRAMTSN ] 


46158 ARA «® 
RECEIVER MOUNTING 
PROVIDES ANTI-SHOCK MOUNTING FOR OHE RE 
CEIVER GF HGCEL ARY’& ATE SERIES AND 
ONE -46282 RECEIVER RACK.CAN)DESIGNATION 
MI -S/ARR-2 


® AYE. 28-X ; 
1/50/42 C3Ys 7059-1-8 
NOV. 43° CW: 


co. 46159 * SEE BELOW 

RADIO RECEIVER: 

FREQUENCY RANSE 1500 TO 12000 KC. TO 
OPERATE FROM LLV. GENERATOR OF NAVY TYPE 
COL-24774, COL-21775, COL-21776 OR 
COL-21777 OR FROM L.V. DYNAMOTOR OF 
DYNAMOTOR ASSEMBLY NAVY TYPE COL-21770. 
* VCS srt 2s e5y 04 
3/18/42 61Q-1 

AUG. 42 CABINET 49R-2. 


> COLL239E-1 


POWER REQUIRED TO OPERATE co. 46159 
RECEIVER 1S 12 VOLTS 12 

WATTS 1,0 AMP DC AND 220 VOLTS 19.8 
WATTS .090 AMP.OC. 


46159-a TcS-6 

RADIO RECEIVER: 

FREQ RANGE 1500 TO 12,000%C. INPUT: 12,0 

VOLTS, 12 KATTS, 1.0 AHP DC AND 220 

VOLTS, 19.8 WATTS, 0.09 AMPS DC. SAME 

AS BASIC NUNSER EXCEPT FOR SUBSTITUTION 

OF COLD ROLLED STEEL FOR STAINLESS STEEL 
CKPS51Q-1 

6/18/43 CHHSCABINET 49R-1 COLS239E-1 

WOV. 43 CHZ:HA- 1050 


45159-A 
IN SOME PARTS A‘lD SLIGHT CHANGE IN VALUE 
AND MOUNTING OF CAPACITOR BAHKS. 


cna 46160 RBN 

RADIO RECEIVER: 

FREQ. RANGE 490 KC TO 30 NC IN SIX BANDS 
CONTINUOUS COYERASE. OPERATES FROM 110/13 
760. 1 AMP, 100 WATTS. 


3/12/42 NC-200 
OCT. 42 


CNA 46161 RBL-1 

RaO10 RECEIVER: FREQUENCY 

RANGE 15 TO 609 KC. Pd surly 115 
VOLTS AC, SINGLE. PHASE, GOCYCLES. TRF 
RECEIVER AND HAS GUILT-IN RECTIFIER 
POKER PACK, OUTPUT IMPEDANCE 4S 600 OnNS 
RATED 300 mILS, AT 115 VOLTS AND 60 .C¥ 
iNPUT 1S 49 WATTS 24 AMP, 

3412/42 NC-625 D-665 

OCT. 42 


CUQAGTE1-A RBL-3 

RADIO RECEIVER: 

FriQ RAwoct 15 TO 600 KC. SYPPLY: 11S/I7 
60 OR BATTERY HAS SVILT-I:l RECTIFIER 


POWER PACK. OUTPUT LHPEDAHCE §S 600 OHMS. 


ELECTRICALLY AND MECHANICALLY ENTER- 
CHANGEASLE WITH CNA-46161. AT 115/1/60 
(HPUT 1S 45 WATTS. 

A/V 43 CHOS25A756 
MAR .44 REV O 


FIRST ASSIGNED FoR | HAYS OSAWING he | 


CNA- 46161-8 R3L-2 

RADIO RECEIVER: 

FREQUENCY RANGE: 15 TO 690 KC. POWER 
SUPPLY 415V, 16, 60~, TRF RECEIVER ANO 
HAS BUILT-IN RECTIFIER POWER PACK. OUT- 
PUT IMPEOANCE 1S 600 OHMS, SAME AS-46161 
EXCEPT INCLUDES NAVY TYPE 49121-A COn- 
CENTRIC ANTENNAE PLUG AND CONCENTRIC 
12/16/43 Busi20 F-630 

DEC. 44 


GNA- 46161-8 
ANTENNA JACK (ANTENNA BLISTER), CORO ANO 
PLUG TS OMITTED AND MINOR MODIFICATION 
HN COMPONENTS. INPUT CURRENT. 41 INPUT 
WATTAGE 45, 


cHL 46162 RBK-2 

RADIO RECEIVERS 

FREQUENCY RANGE 27.8 TO 143 MC (27.8-47, 
46-82, 82-163). FM OR AM. OPERATES 
FROM #10 VOLTS AC, 60 CYCLES, SINGLE 
PHASE. OUTPUT. IMPEDANCE 560 08 5000 
OHMS, SIMILAR TO CHL-46130. MBX OUTPUT 
10 WATTS. AT 5 WATTS OUTPUT DISTORTION 


3/19/42 8-27 CHL: 929034 
HAR, 43 REV 0 
cHL46162 


1S NEGLIGIBLE. 


cue 46163 ROG 

RADIO RECETVER: 

$40 KC TO 30 MC, FOR OPERATION FROM 
LEO/b fas 


3/25/42 
APR, 42 


CHL 46164 CxBP 

RADIO RECEIVER: 

FREQ. RANCE 210 TO 400 NC IN THO BANDS. 
AN NA INPUT IMPEDANCE TO MATCH 70 OHM 
CONCENTRIC LINE, USES TYPE -49120 CON- 
CENTRIC JACK THEREFOR, AUDIO LOAD IM- 
PEDANCE FROM 60 TO 600 OHNS.. AUDIO OUT- 
PUT 2 WATTS WITH 5% DISTORTION INTO 60 
4/2/32 CHLSEP-132 

MAR, 44 


CHL46164 


OHM LINE. OPERATES FROY 115/1/60. 


. FERST FREO. BAND 210 TO 295 MC, SECOND 


BAND FROM 290 TO 400 MC. 


cen46165 HCA 
RECEIVER-AMPLIFIER? 
FREQUENCY RANGE #4 TO 32 KC. SE*ILAR TO 
TYPE -4G0G1A EXCEPT THAT A SECOND OUTPUT 
OF THE OSCILLATOR 1S FED TO THE TYPE 
CBMN=52252 DRIVER SERVING AS A VARIACLE 
FREQUENCY CONTROL. A HIGH LOW POWER IS 
PROVIDED TO CONTROL THE AMOUNT OF INPUT 
4/5/42 g555 CBM:60092 ALT 1 
MAR. 43 


[oars] AREASTHBER'S[ AANHEACTHAI 
NAVSHIPS 900,109 


OF THE ABOVE OUTPUT TO cem 46165 
THE DRIVER. AND THE TUNING SCALE 1S 
ARRANGED TO READ DIRECTLY IN FREQUENCY. 
INPUT 643 AG/DC72600C/280 DC VOLTS, 3.3/ 
-0036/.03 AMPS. 


CBN 45165-A HCA-2 

RECEIVER-AMPLIFIER ‘ 

FREQ RANGE: 14 TO 32XC. SAME AS BASIC 
NUMBER EXCEPT OSCILLATOR TU3ES 6A6 AND 
76 REPLACED BY 6SN7GT AND 6J85T WITH 
ASSOCIATED CIRCUIT ALTERATIONS. 


11/4/43 755Q 60092 
NOV. 43 ALT 4 


CBN 46165-8 GEN SONAR USE 
RECELYER-AMPLIFIER 

SAME AS TYPE -46165 EXCEPT *S MODIFIED 
FOR TIME VARIATION GAEN 2Y ADDITION OF 
SINGLE ON-OFF CONTROL SWITCH RELAY FOR 
SUPPLYING OESCAYTING BIAS VOLTASE FRM 
POLARIZING VOLTAGE AND A DECOUPLING NET- 
WORK FOR FEEDING VOLTAGE TO THE 

10/7/44 755u 

DEC, 44 755-7000 


c3%46165-8 
2 IF STAGES. (SEE CONTRACT NXor~-55646) 


CBM 46165-C GEN SONAR USE 
RECEIVER-AMPLIFIER 

SAME AS TYPE -46165-A EXCEPT 1S MODIFIED 
FOR TIME VARIATION Gain tf ADDITION OF 
SINGLE ON-OFF CONTROL SWITCH RELAY FOR 
SUPPLYING DECAYING BIAS VOLTAGE FROM 
POLARIZING VOLTASE, AND A DECOUPLING 
NETWORK FOR FEEDING VOLTASE [0 THE 
10/7/44 755q 

DEC. 44 755-7000 


c3u46165-c 
2 IF STAGES. (SEE CONTRACT NXsr-55646) 


cen 46166 RCA 

RECEIVER-AMPLIFIER?: 

FREQUENCY RAN 22.5 TO 25.5 KC. USED 

AS SOUNDENG IVER-AMPLIF « SIMTLAR 
TO C54-46082 EXCEPT THAT VARI ASLE TRIM- 
MiNG CAPACITORS ARE ADDED FOR TRIMMING 
THE RESONANT CIRCUITS. AN INDICATING 
POENTER 1S PROVIDED ON BEAT FREQUENCY 
4/5/42 $745 cev:s009s ALT O 
MAR, 43 


ADJUSTMENT TO INDICATE €3%46166 
ZERO ADJUSTMENT, INPUT 6.3 AG/DC, 238 
DC. 285 DC VOLTS AND 3.2/.073/.034, 


are | SUES SRAMAATTUUE, 


CONFIDENTIAL 


ae a 


Class 46—Receiver Units and Converters 
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[ CEELAMON {FIRST Assionsn For | one GBieKHiSn | DESISRATION 


ceM46166-a WEB 

RECEIVER-AMPLIFIER 

FREQ RANGE 22.5 TO 25.5 KC. INPUT 6.3 
AC/DC, 238 DC, 285 DC VOLTS AND 3.2/0.73 
10.034 AMPS, SAME AS BASIC NUMBER ExCzPT 
FOR TUBE CHANGES WITH ASSOCIATED CéRCVIT 
ALTERATIONS, 4-6 SK7 INSTEAD OF 4-606; 
2-67637 INSTEAD OF 2-413 3-6SU7 INSTEAD 


1/6/44 $74U 767L 

MAR, 44 ALT O 
can46166-A 

OF 3-6C6, 


c10 46157 TCL-2 

RADIO RECEIVER: (FH) 

FREQ RANGE 30 TO 42 MC, CRYSTAL CON- 
TROLLED, POWER SUPPLY 110 VOLTS, 272 AMP 
60 CY, 72 WATTS. RECEIVER TO ACCOMODATE 
THE MAXIMUM CARRIER DEVIATION OF 20 KC. 


4110/42 CVX-3 A-{00! 
MAR. 43 


cH 46168 RBQ 
RADIO RECEIVE 
Fea #@ SANGE 132 TO 156 MCS. OPER- 
ATES CRESTAL CONTRILLED ON CHE FREQUENCY 
UN THES BAO. OPERATES FROM 11571760, 
085 A, SSH.CONKECTS TO 70 OHM TRANS- 
MISSION LINE. HAS SIGNAL SENSITIVITY OF 
2 HICROVOLTS., AUDIO OUTPUT 30 MILLI- 
40713442 D-150421 

MAR. 43 


cw46168 


WATTS $KTO 600 OH4 LI 7 INCLUDES 
ERTEGRAL RECTIFIER POXER SUPPLY WHICH 
“FURNISHES POWER TO THE TEST OSCILLATORS, 


ce446169 WEA+-2 

RECEIVER-AMPLIFIERS FREQ 

RANGE 17 TO 25 KC. OPERATES FROM 115/17 
60, .84 ANP, 75 WATTS TWO STAGES T.R.F. 
TUNEO OETECTOR THO STAGES AUDIO AND 
ANTERGAL’ THERMEONIC RECTIFIER, SAME AS 
TYPE CON-46133 EXCEPT PROVISION HAS BEEN 
WAOE FOR SELECTING EITHER RANGING OR 
GAI3Z042 BEA CS41 60134 

oct, 42 ALT O 


LISTENING INPUT AND A SET can46159 
OF JACKS INTEGRAL WITH THE AMPLIFIER ARE 
USED FOR CABLE CONNECTORS. 


cre 46170 R3R 
RADIO RECEIVE 
FREQUENCY RAUGE 2660 10 9000 KC. EACH 
RECEIVER 15 SUPPLIED WITH ONE OF THE 
FOLLOWING CRYSTALS 2436, 3155, 4105, 
6630, 7015 KC, USED WITH NAVY TYPE 
CFE-10158 CASE. 


6/16/42 RBR 300.202 
AuG. 44 


cwo 46171 RBF-2 

RADIO RECEIVER UNIT? 

FREQUENCY RANGE 70 TO 90 MC. TUNES FM 
ONLY 75 KC MAX, SWING. INCLUDES AUDIO 
OUTPUT SYSTEM RATED § WATTS. INCLUDES 
INTEGRAL THERMONIC RECTIFIER OPERATING 
FROM 110/1/60. 


5/17/42 
JUNE 42 


crv 46172 AYA-2 & AYAS 

AIRCRAFT RADIO RECEIVER: : 
FREQUENCY RANGE 490 TO S10 MC. INPUT 
110 MA AT 300 VOLTS AND 1.3/0.9 AMP AT 
12/24 VOLTS DC. SAME AS CRVY-46143 
EXCEPT FOR FITTINGS WHICH PROVIDE FOR 
SOLID CONCENTRIC TRANSMISSION LINE. 


5/26(42 
JUNE 42 


cre 46173 NJ-6 

RECEIVER AMPLIFIERS ; 
THO STAGES RF. DETECTOR, OUTPUT STAGE. 
RECTIFIER POWER UNIT OPERATES FROM B15/ 
1/60, 75 WATTS AND 1S INTEGRAL WITH THIS 
UNIT, FREQ. RANGE: 21.75 KC SIMILAR TO 
CBM-46131. 


8/30/42 CiPrEC-835A crPs10-1049 
AUG. 42 COMTAS5A ISSUE 1 


cia 46174 DAG 

RADIO RECEIVER: 

FREQ, RANGE: $1.5 TO 18.2 MC. INCLUDES 
PROVISIONS TO PLUG Iti ONE TYPE -66054. 
SENSE ANTENNA & ONE TYPE CIA-69077 PLUG- 
IN-LOOP OPERATES FROM SELF CONTAINED 
BATIERIES, 


6/5/42 
AUG, 42 


CIA4GIT4-A DACH-I 
RADIO RECEIVER: 

*E AS BASIC HUMBER EXCEPT FOR REAR- 
ENT OF PANEL CONTROLS. ELECTRICAL= 
LY AND MECHANICALLY INTERCHANGEAZLE WITH 
BASIC NUMBER. 


3/8/43 
MAY 43 


CRG 46175 OAF 

RADIO RECEIVER: 

FREQUENCY RANGE: 980 TO 3600 DC. SUPPLY: 
6 VOLTS 2.5 AMPS OC. AND 150 VOLTS 0.03 
AMP OC. : 


6/9/42. CRGLI02-YF 
AUG. 42 


CNA46176 R3T, RBT-4 

RADIO RECTIVER UNIT? 

FREQ RANGE: 27 TO 230 MC. IN 6 3ANDS.. 
SPEAXER OUTPUT IMP. 7000 OHYS. SPEAKER 
AUDIO OUTPUT: I WATT. PHOVE OUTPUT IM- 
PEDAYCE 20,090404"S. PHOVE AUDIO OUTPUT 
10 MW/POWER SUPPLY BATTERIES OR EXTERNAL 
POWER UNIT. PO REQUIREMENTS, & VOLTS 
6/11/42 CNASONE-TEN CNA32-730 

Auc. 42 


AC OR OC, 1.6 AMPS, 180 cua 46176 
VOLTS DC, 35 HA, TUBES 17954, 1-955, 
1-605, 1-6F6. 


FIRST ASSIGNED FOR | OWADLARAWINS, HALT [rss ASSIGNED FOR | MAL SRAYPS a | 


coq 46177 DAP 

RADIO RECEIVER: FREQ RANGE 

290 TO 550 KC. INCLUDES A CAPACITIVE 
BALANCER AITH CONVENTIONAL SENSE CIRCUIT 
WHICH ELIMENATES THE 180° AMBIGUITY ANO 
ALSO A SENSE ANTENNA TELESCOPIC TO 36" 
FULLY EXTENDED .0-500 HICROAMHETER PRO- 
VIDED FOR VISUAL NULL INDICATOR. SUPPLY 
11721742 

NOV. 435 


06046177 
ZOOV DC, SONA, SUPERHETERODYYE TYPE. FOR 
MOUKTING ON TYFE-1G153 MOUNTING BASE. 


cFT 46178 DAH, DAK 

RADIO RECEIVER ASSEMBLY? 

FREQ. RANGE: 250 TO 1900 KC. INPUT IM- 
PEDANCE 140 OHS; OUVPFPUT IMPEDANCE 4 
OHNS. MOUNTED Ty STEEL CABINET, IN- 
CLUDES A.5” PM SPZA MOUNTSO ON PANEL 
IN SAME. CASE. INCLUDES INTEGRAL THER- 
MLONTC RECTIFIER OPERATING FROM 115/1/60 
6/15/42 CFII35A. CFISF-36648-2-A 


SEPT 45 


3 crr46178 
OFTEN REFERRED TO AS CLASS B RECEIVER, 
THIS IS THE COMMERCIAL VERSION OF +46183 


cBM 46179 QFB 

RECEIVER AMPLIFIER: CANCELLED 

Fite. RANGE? 13 TO 37 wo. ot 1GAR IN AP- 
PEARANCE TO, AND FRONT OF PANEL COVIRILS 
EXCEPT THE TUNING COVTZOL PEQFORMS SAME 

FUNCTION AS C8™-46961, INCLUDES CIRCUITS 
FOR MOONLATING THE INCOMING SIGNAL WITH 

ALL THE NOISES DUE TO SHIP'S SPEZ0, SUa- 
6/21/42 CBON:755K C3M:6019 ALT O- 
AUG.' 42 : 


MARINE SPEED, PROJECTOR cay 46179 
BEARING, REVERSERATION, DOPPLER EFFECT, 
ANO SEMI-FIXEO CONT2OLS5 TO NAYY NOISE AS 
DICTATED BY PROBLEM CONDITIONS. OPER- 

ATES FROM TYPE C3N+20062-A POWER SUPPLY. 


CANCELLED-- REASSIGNED AS -50119 


cipP 46180 QBe 
RECEIVER AMPLIFIER? 
FREQUENCY RANGE: 10 T0.50 KC, 


6/24/42 
AUG. 42 


cBY 46131 ARA-2 

AIRCRAFT RADIO RECTIVER: 

FR CY RANGE: 529 TO 1500 KC. OPER- 
ATES FROG’ WON NAL 12 VOLTS OC SOURCE. 
POENTICAL TO CBY-46145 AIRCRAFT RADIO 
RECEIVER EXCEPT THAT VACUUM FU3ZE HEATER 
WIRING 1S DESIGNED FOR 12 VOLTS OPER- 
ATION. : 
6/28/42 

AuG, 42 


care | “BSMEASTHBE'S | SMANHTACTUNIEA, {i pare | AWWRAGHIRRE? | SRANHAPTUNERA 


care | NAGAR | BAW] 
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Class 46—Receiving Units and Converters 


ONG [racy assioneo rox | AARNE, | AGI [rest asso ron | WATERMAN | 


cBy 46182 ARA-2 

RECEIVER RACK: 

FOR MOUNTING ONE RECEIVER OF THE PHYSI- 
CAL TYPE CBY-46131. IDENTICAL TO CaY- 
46157 RECEIVER RACK EXCEPT THAT RELAY 
COIL 1S WOUND FOR 12 VOLTS DC OPERATION. 


SAME AS MT-411/ARC-5X. 


6/28/42 7509-28 
MAY 45 me 


crt 46133 DAH-1 DAK-1 

RADIO RECEIVER ASSEM3LY: 

FREQ RANGE: 250 TO 1500KC. INPUT IMPE- 
DANCE $40 OHMS: OUTPUT IMPEDANCE 4 OHMS. 
MOUNTED IN STEEL CABINET. INCLUDES A 5" 
PM SPEAKER MOUNTEO ON PANEL IN SAME CASE 
UNCLUDES INTEGRAL THERMIONIC RECTIFIER 
OPERATING FROM 11571760. SIMILAR TO 
741042. CFTSI34A 

SEPT 43 


’ : cFT 46193 
°46178 BUT OF BETTER DESIGN. OFTEN RE- 
FERRED TO AS THE CLASS A RECEIVER. 


CFT 46133-A DAK-2 2, 

RADIO RECEIVER ASSEMBLY 

FREG RANGE: 250 TO 1500 KC. INPUT JM- 
PEDANCE 140 OHMS; OUTPUT IMPEDANCE IS 4 
OHMS. MOUNTED ALUMINUM-STEEL CABINET. 
ENCLUDES A 5" PM SPEAKER MOUNTED ON 
PANEL 4H SAME CASE. INCLUDES INTEGRAL 
RECTIFIER OPERATING FROM 115/1/60. 
8/27/43 

NOV. 45 


CET46195-A 
REFERRED TO aS CLASS A RECEIVER. SAME 
AS -46183 BUT HAS ALUMINUM CHASSIS, 
FRONT PANEL AND HRAP AROUND. 


crt 46184 * SEE BELOW 

RADSO RECEIVER ASSEMBLY: 

INPUT IMPEDANCE 140 OHMS. OUTPUT IMPED-> 
ANCE 600 OHMS. MOUNTED ON STEEL RACK. 
INCLUDES 8” PM JENSEN SPEAKER MOUNTED ON 
SA“E RACK, OPERATES FROM OUTPUT OF REC- 
TIFIER POWER SUPPLY. CFT+20159. 00S 
™ VAL. OAM, DAN, DAD 

7/6/42 F-36144-2 

AUG. a3 ISSUE A 


NOT INCLUDE COILS. HAS cFY 46184 
SOCKETS FOR ANTENNA COTL ASSEMBLIES CFT- 
47235 FO CFT+47239 INCLUSIVE AND SENSE 
NETWORK ASSEMBLIES CFT+14002 TO CFT- 
14005 INCLUSIVE. TWO ANTENNA COILS AND 
ONE SENSE NETWORK USED FOR ANY ONE BAND 
ANDO AT ANY ONE TIME. 


cnr 46185 ML-2 

RADIO RECEIVER: FREQ RANGE 

4550 TO 4200 KC (CONTINUOUSLY VARIAGLE). 
UNCLUDES 10 PRE-SELECTED CRYSTALS WITHIN 
THE 2000 T0 3000 KC GAND. POWER SUPPLY 
32 VOLTS DC. INPUT CURRENT 2 AMPS. SAME 
AS CUR-46135 EXCEPT FOR AUDIO TUBES AND 
CURRENT DRAIN AND POWER SUPPLY. 

748042 © CNRI7634 

MAR. 42 


IssutD 


care | BMHAGIIBIR® | SBMHEAPTRAE A [eae | MRT HAR 


cian 46186 RBF-1 cna 46188 RBH-t 

RADIO RECEIVER: RADIO RECEIVER: 

FREQUENCY 70 TO 90 NC. FOR FM SIGNALS FREQUENCY RANGE .3 TO 1.2 AND 1.7 TO 16 

OF 25 KC MAX. SWING. INPUT: 270 VOLTS BC. INCLUDES ONE INTERNAL RECTIFIER 

88 HA OC AND 6.3 VOLTS 3 AMPS DC. 
OUTPUT IMPEDANCE 1S 600 OH4S. IN CLUDES 
A PRESELECTOR CIRCUIT. 


7/20/42 ee os -7 9725/42 D-85? 
AUG. 420 ; : oct. 42 


cna 46187 RAO-2 

RADIO RECEIVER: , 

FREQUENCY RANGE .54 TO 30 MC; INCLUDES 
ONE INTERNAL RECTIFIER POMER SUPPLY FOR 
OPERATION FROM 115/1/60 OUTPUT IMPEDANCE 


cna 46188-A RBH-2 

RADIO RECEIVER 

FREQ RANGE 0,3 TO 1.2 AND 1.7 TO 16 MC. 
INCLUDES AN INTERNAL RECTIFIER POWER 


1S 600 OHMS. INCLUDES A PRESELECTOR PUT IMPEDANCE 600 OHMS. INCLUDES A PRE- 
ciRculT. . SELECTOR CIRCUIT. SAME AS -46188 EXCEPT 
TNCLUOES CONCENTRIC ANTENNA JACK 
as ae D655 12/16/43 BM-124 F-678 
: DEC. 44 


C¥Q 46187 -A RAO-3 
RADIO RECEIVER: (ANTENNA BLISTER), CIRD AND PLUG Is 
FREQUENCY RANGE: 0.54 TO 30 MC. INCLUDES OMITTED AND MINOR MODIFICATION UN COR- 
A PRESELECTOR CIRCUIT AND AN INTERNAL PONENTS: 

RECTIFIER POWER SUPPLY FOR OPERATION 

FROM 115J1/50 TO 60. OUTPUT IMPEDANCE IS 

600 OHMS, ELECTRICALLY AND MECHANICALLY 

THTERCHANGEABLE WITH CNA-46187, 60 WATTS 


cna 46188-A 


4/467 45 CWO:25A757 
HAR. 44 “ae REV O 
CWQ 46187- B RAO-4 cfy46189 cxev : 


RADIO RECEIVER: 

FREQUENCY RANGE? 0.54 TO 350 MC. INCLUDES 
A PRESELECTOR CIRCUIT AND AN INTERNAL 
RECTIFIER POWER SUPPLY FOR OPERATION 
FROM 415 OR 230/t/50 TO 60. OUTPUT 
IMPEDANCE IS 600 OHMS. SAME AS CWQ- 
46187-A EXCEPT FOR POWER SUPPLY. 60 


RADIO RECEIVER: 

FREQUENCY RANGE 100 TO 156 MC. OPERATES 
ON 28 (22 TO’32) VOLTS, 1.1 AMPS DC, 
AND 250 VOLTS, 60 MA DC. INCLUDES 8 
POSITION SPOT TUNER. 


4/14/43 : CWO:25A757 2/25/42 F-108-1 
MAR. 44 REV O AUG. 42 
CNA46187-C RAO-2 — Ctv46190 cxBu 


RADIO RECEIVER RADIO RECEIVER: 

FREQ RANGE 0.54 T0 30 MC. INCLUDES AN FREQUENCY RANGE 2 TO 4.2 MC. OPERATES 
HuTERNAL RECTIFIER POWER SUPPLY FOR FROM BUlLT-IN 6 VOLT OC VIBRATOR POWER 
OPERATION FROM 115/1/60. OUTPUT IMNPED- SUPPLY. CAPABLE OF OPERATION ON 2 CRYS- 
ANCE 1S 600 OHMS. INCLUDES PRESELECTOR 
CIRCUIT, SAME AS -46187 EXCEPT tnCLUDES 


CONCENTRIC ANTENNA JACK CANTENNA BLISTER? 


FREQUENCY AND THE OTHER FOR SECONDARY 
FREQUENCY OPERATION. 


12/16/43 CANCELLED JHeS3h9 3/27/42 
DEC. 44 ‘ "AUG. 42 
cna46187-c cot 46191 CxBU <1 


CORD AND PLUG 1S OMITTTED AND MINOR 
MODIFICATION IN COMPONENTS. INPUT CUR- 
RENT. 55, «INPUT WATTAGE 60. 


RADIO RECEIVER: FREQUENCY 

2 TO 4.2 MC. OPERATES FROM BUILT-IN 6 
VOLT DC Vi3RATOR POWER SUPPLY. CAPAQLE 
OF OPERATION ON 2 CRYSTAL CONTROL CHAN- 
NELS, ONE FOR PRIMARY FREQUENCY AND THE 


OTHER FOR SECONDARY FREQUENCY OPERATION. 


CRYSTALS HAVE 2436 KC AND 4150 KC FREQ. 


2/27/42 

AUG. 42 
CNA 46187-D RA0-6 Ra 46192 DAR 
RADIO RECEIVER RADIO RECEIVER: FREQUENCY 
FREQUENCY RANGE 0.54 TO 30 NC. INCLUDES RANGE 1 TO 20 MC SUPERHETRODYNE BRITISH 
AN TNTERNAL RECTIFIER POWER SUPPLY FOR TYPE B21A, ADMIRALTY PATTERN NO X 1516, 
OPERATION FROM 115/1/60, OUTPUT IMPED- MFG. BY MARCONI WIRLESS TELEGRAPH CO. 
ANCE 1S 600 OHMS. SAME AS -48187-C EX- MED. AND MODIFIED BY NAVAL RESEARCH 
CEPT ENCLUDES PANORAMIC ADAPTER JACK, LASORATORY. INPUT: 6.3VAC, 3.5 AMPS, 
EMPUT CURRENT. 55 INPUT VOLTAGE 60. “27¥0C, 2MA AND 180V0C, 100MA. 
12416/43 BA-122 : F-679 8/17/42 SEE DESCRIFIIUN 
DEC. 44 : ty AUG. 45 

cua46187-D cut 46193 Rex 

SAME AS 46187-C EXCEPT FOR ADOI TION OF RADIO RECEIVER: 


CONCENTRIC ANTENNA PLUG AKD JACK. : FREQ RANGE 130 TO 210 MC. FREQ MODULA- 
‘ : TION OR AMPLITUDE MODULATION. SUPPLY 
115/230 VOLTS, 1 PHASE, 50/60 CYCLES. 


8/23/42 $274 920062 
HAR. 43 


MAURIS | SAANHEASTNAIRG 


NAVSHIPS 900,109 


CONFIDENTIAL 


POWER SUPPLY FOR OPERATION FROM 115/1/60 


SUPPLY FOR OPERATION FROM 115/1/60. OUT- 


TAL CONTROLLED CHANNELS, ONE FOR PRIMARY 


Class 46—Receiver Units and Converters . ie ~ Oe A -3.46-13 


ASE. [rast asia rox | GARI, | sHASUIVES, —_ [rusr assionso roe | HASLARAXING, [LI [esr sssone vor | AAMAS, _| 


cer 46194 DAQ cur. 46199 RcB ; 620 oe 

RADIO RECEIVER: RADIO RECEIVER: PORTABLE, aaa eee 

FREQUENCY RANGE: 1.6 TO 30 MC. INPUTS FREO RANCE .55 TO 29.5 MC, 4 BANDS. (550 Re 

115/1/60, 0698 AMP, 112 WATTS TO 1490 KC, 1.5 TO 4,2 MC, 4.2 TO 11,8 SUMICAR TOTNES [£6.17 EXCERT::FORUELECTR I 
Heo 1454210. 3608:NCS GC OPERATES, EROM 710 CAL ANO MECHANICAL CHANGE FOR IMPROVED 
T0126 VOLTS. AC™ORDE:, JORSINTERNAL OPERATION AND OUTPUT WATTAGE DECREASED 
BATTERIES. INCLUDES BAND SPREAD,, RF _* TO 142 WATT. 
GAIN CONTROL, AYC, BFO, ANL,SEND-FECEIVE 

8/29/42 : RF-971-2A 12710742 -S-29(SKYTR? CHL: 920080 : 

SEPT 43 : WARK. 44 - wi M426 443 

: vet - MAY 43 

CFT-4¢6194-A DAU STAND-3Y SWITCHES, cHL 46199 ore 

RADIO RECEIVER PHONE JACK, BUILT-IN DYNAMIC SPEAKER ANO CU046205 GENERAL USE* RE 13A 776A 

FREQUENCY RANGE 1.5 TO 30 HC. INPUT TELESCOPIC WHIP ANTENNA. INCLUDES 2-45¥ RF TO UF CONVERTER -BAND As B ISSA 

115/1/60, SAME AS -46194 EXCEPT. HAS (BURGESS 8-30, EVEREADY 762), 1-€ V NAVY =. FREQ. RANGE 45 TO 120 mu, OUTPUT FKEQ. 

PANORAMIC ADAPTOR OUTPUT RECEPTACLE TYPE -19020 (BURGESS 2F4, EVEREADY 718), 199 KC TO & MC. OPEWATES FROM EXTERNAL 

Unica 1S-COMNEE TED TOCTHEDIFLOY. A SHORT 1-1,5V NAVY TYPE -19031 (BURSESS #2, 0% BATTERY SUPPLY NAYY TYPE-19047. SENSIT!Y- 

PLECENOE TRANSMISSIONS LINES EVEREADY 950) BATTERIES. 7" HiGH 8 172% °- “UTY 100 MECROVOLTS. WEIGHT APPROX. 4 
WIDE, 15 1/4" DEEP. INPUT: 117V 0.34 POUNDS. SIZE 4" X 5" X 6". SIMILAR TO 

7/9/43 CFT:SPEC CANCELLED AMPS, 40W. SIMILA® TO KAVY TYPE -48240 . WAVY TYPE. *RP920+3A, ENZ/5479-457AVIA 

MAR, 44 NUS-129 : EXCEP? INCLUDES 3ATTERY CHARGIWC FEATURFs « ° 2424745, CUOTSZA 


“ONOV, 43 


che 46195 =-RBY cna 46200 = kc ee : 
RADIO RECEIVER: FREQ RANGE RADIO RECEIVER: FREQ RANGE Sic cu04$295 
+55 TO 43 MC, (550 TO 1610 KC, 1.8 TO 540 TO 30,000 KC IN 4 BANDS. (540 TO a =46201. INPUT 6,3v AC/DC COR 28V DC) AND 
3.05 MC, 2.9 TO 5.86 MC, $.75 TO 14.5 1600 KC, 1.5 TO 4.6 NC, 4.4 TO 12 MCy.. ~~. ,270V DC AT 0.15 (OR O.IS)AHPS AND 7.5HA, 

, MC, 10.4 TO 21 MC, 20.7 TO 43 MC). OPER- 11.2 TO 30 MC). OPERATES FROM 11071760 

~ ATES FROM 115/1/60. BEAT FREQ OSCILLATOR OR 110 VOLTS DC. INPUT APPROX .372 AMP 
CRYSTAL PHASING. PUSH-PULL HIGH FIDELITY 40.7 WATTS. SUPERHETERODYNE, 456 KC IF. 
AUDIO OUTPUT. PROVIDES FOR PHONO AND OUTPUT IMPEDANCE 4 OHMS FOR SPEAKER. AND 
VOs1/42 CHLSSX-28 1216742 CRHSAR-8505 
AUG. 44 MODIFIED KAR. 43 
RL ; 
cease eae cud: cvo 46206 GENERAL USE* RE 13A 276A 

SPEAKER OUTPUT. FOR RACK MOUNTING, DOES HAS PROVISION FOR PHONES OF 2000 To 3000 RE TO IF CONVERTER-BAND B: B ISSA 
NOT INCLUDE HOUSING. JIRCLUDES RECEP- OHM IMPEDANCE. INCLUDES BFO, AVC, ELEC-* FREQ. RANGE 100 TO 359 NC. OUTPUT FREQ.” 
TACLE FOR PANORAMIC ADAPTER. INPUT CUR- TRICAL BAND SPREAD,RE GAIN CONTROL. HAS V9b RCo TO! b: MCe OPERATES “FROM EXTERNAL 
RENT: 1.82A- POWER RATING 168W. PROVISIONS FOR DOUBLET ANTENNA. UNIT 1S BATTERY SUPPLY NAVY T¥?:-1t9047, SENSITIVe 


ITY 100 MICROVOLTS. WEIGHT AVVROX,. 4 LBS 


SHOCK-HOUNTED AND WEIGHS 33 L®S. 
s1Z—é 4" X 5" X 6G". ENPUT 6.3V AC/DC 


* FRPG2Z0-3B. EN287347 9-450 AVIA 
2424/43. CU0:528 
NOV, 43 
cW¥- 46196 zBx Ra- 46201 ARB,RU/I9 a 
AIRCRAFT RADIO RECEIVER: RF TO JF CONVERTER: cv046296 
FREQ RANGE 254 TO 268 NC; INCLUDES CIR- FREQUENCY RANGE 45 TO 110 MC. OUTPUT FRE (OR 28¥ OC) AND 270V DC AT 0.15 (OR 0.15) 
CUITS WHICH PERMIT 6 CHANNEL OPERATION QUENCY 195 KC TO 5S MC. OPERATES FROM EX- AMPS AND 1OMA. 
OF MODULATED SIGNAL WITHIN THE RANGE TERNAL BATTERY SUPPLY NAVY TYPE RA-13039 
$40 TO 830 KC WHEN DOUBLE MODULATED BY WEIGHT APPROXIMATELY 4 POUNDS. SIZE 4" X 
Ad, AZ, OR.A3. INCLUDES (7) 9001, (3) 6" X 6", SENSITIVITY 100 MICROVOLTS. 
GAKS AND (1) 12A6 VACUUM TUBES. INPUT: 
10/6/42 ESXX-591465 12778442 
AUG. 43 ISSUE 2 MAY 43 
RCF : é 
cw-46196 crt 46202 “3046207 GENERAL USE® RE 134 726A 


12 VOLTS ANPS DC AND 250 VOLTS 60MA RADIO RECEIVER: = 


De, - FREQ. RANGE: 0.85 TO 43 MCCS50 TO 1610 e LO athe CONVERTER SB AND: C8 BA1S94 
a Lar Cec OMRCOS He Pea. TORE, AGNES 6198 “280. RANGE 335 TO 245 HC. OUTPUT raed. 
, TO 11,8 WC; 10.6 TO 21 HC, 20.7 To 45aco 45 RC TO 5 MC, OPERATES FRON EXTERNAL 


UATTERY SUPPLY NAVY TYPE-19047. SENSITEV- 
“TY 100 MICROYOLTS. WEIGHT APPROX. 4 LBS 
1Z—E 4" X 5" xX 67%, INPUT 6.3¥ AC/OC 


OPERATES FROM 115/130/650/220/250 V, 1¢@ 
25/60 CYC. PROVIDES FOR OPERATION FROM. 
270V, 150 MA DC B SUPPLY WITH 6.3 V DC 


12/29/42 SX28/SKYER? 920201 eee regeoe cata we 

DEC. 44 MODIFIED REV 0 ee aie 
cog 46197 *SEE BELOW FoR FILAMENTS. cul 46202 5 , 6v046297 
CONTROL RADIO RECEIVER: . SPEAKER OUTPUT 500 OR 5000 OHMS, . 
AUXILIARY RECEIVER USED WITH NAVY TYPE PHONE OUTPUT 600 OHMS. ALSO INCLUDES .— : AeeS ine tame le Pia ei 
COE-46420 "GLIOE PATH RECEIVER WITH CABINET. POWER DRAIN FOR AC OPERATION IS 7 
MOUNTING BASE.” COMBINED SIGNAL USED FOR 138 WATTS. FOR 115 VOLT AC OPERATION 
STRAIGHT LINE LANDING. LINE CURRENT 1S 1.3 AMPS. FOR 230V. AC. 

0.6 AMP. POWER DRAIN FOR 6V DC OPERATION 
*Nos-72521 FOR USE WITH ZA 1S 108 WATTS. CURRENT DRAIN FOR 6-VOLT 
1Osa742  COE31044 : OPERATION 1S 18 AMPS... 
AUG. 43 i 
cua 46198 RCE 3 ceX 46203 RSZ : cen46208 QcP-1 
RADIO RECEIVERS RADIO RECEIVER: RECELVER-AMPLIFIER 
INTERMEDIATE FREQUENCY 456KC FOR OP- FREQ. RANGE 2.0 TO 5-8 MC. FREQ. RANGE? 13 TO 37 KC. POKER FROM 
ERATION FROM 6.3 VOLTS, 3.4 AMPS A.C. & : ; ‘ TYPE-20062 RECTIFIER POAER UNIT. SIMILAR 
180 TO 240 VOLTS, 50 TO 70 MA DC. FOR : ; 5; oa TO TYPE-46061 EXCEPT HAS CABLE HOLE IN 
RACK MOUNTING. SINILAR TO CNA-46081 a : : TOP. . 
RADIO RECEIVER. 
11/12/42 HRO-M-RR CNASE-909 1415743 ROZIREZ © SPEC. E-3558 3/27/43 COMS755N CBM:SK-5706 
AUG. 43 MAY 43 MAY 43 ALT 0 


MEMORIES 


part | MARWASHBSTS | AANNTACTRRIBA 


665197 O - 45 - 41 


CONFIDENTIAL we NAYVSHIPS 900,109 


3.46-14 


Class 46—Receiving Units and Converters 


fa, 
‘{ ae frst assignep Fon | WAM ARAWING peuatigny FIRST ASSIGNED FOR | NAPE RRAYHS, oath FIRST ASSIGNED FOR oR | 


czc 46209 RCH 
RADIO RECEIVER: 
FREQ. RANCE: 80 TO 560 KC AND 1.9 TO 24 
MC IN FIVE BANOS. INPUT3115/1/60,. HAS 
PROVISION FOR PLUGGING IN EITHER PHONES 
OR A 600 Ort%S LOUD=SPEAKER, HAS INTERNAL 
RECTIFIER. ICORPORATES FEATURES TO PRE- 
VENT RADTATION OF VOLTAGE FROM THE HF 
3729/43 SLR-F 

MAY . 43 


czc46209 


OSCILLATOR THROUGH THE ANTENNA. 


cc- 46210 DAS 

RADIO RECEIVER-iNDICATOR: 

INPUT 115/230 V, SINGLE PHASE, 50 TO 60 
CYC AT APPROXIMATELY 2.2/1.1 AMPS, 240 
WATTS, INCLUDES CATHODE RAY INDJCATOR 
CALIBRATED TO READ MICROSSCONDS TIME 
OIFFERCNCE BETHecN 2 INCOMTNG SIGNALS 
HAS 25 CPS SWEEP CIRCUIT MAY BE REAJUST - 


4/12/43 CGsw-I19u 709 
AUG. 44 i REV O 
cc- 46210 


Ed FOR 33 1/3 CPS SWEEP. 


CG-46210-A DdAS-2 

RADIO RECEIVER ENOICATOR 

CONSISTE OF THE. FOLLOWINC NAVY TYPES. 

€1) €G-10323 MOUNTING RACK, (1) CG-20288 
RECTIFIER POWER UNIT. (1) CG-46244 RADIO 
RECEIVER, (1) CG-55147 INDICATOR UNIT. 
SAME AL NAVY TYPE -46241C EXCEPT #NDICATO 
ENCLUDES 25/33 1-3 REPETITUON RATE SWITCI 
2715444 ‘ 

KAR. 44 


CG-46210-B DdAS-b,DAS~2a 

RADIO RECEIVER INDICATOR: 

CONSISTS OF (1) CG-10323 MOUNTING RACK, 
(1) CG-20288 RECTIFIER POWER UNIT, CI) 
CG-46244-A RADIO RECEIVER (1) CG-55147 
INDICATOR UNIT. SAME AS CG-46210-A EX- 
CEPT HAS 4LF CHANNELS INSTEAD OF 2 LOW 
AND 2 HIGH. 

8/17/44 

NOV. 44 


CG-46210-C DAS-aM,DAS-2m 

RADIO RECEIVER UNDICATOR 

CONSISTS OF (1) CG-10323 MOUNTING RACK 
(1) CG-20288 RECTIFIER POWER UNIT (I) 
CG-46244 RADIO RECEIVER (1) CG-55147-A 
INDICATOR UNIT. SAME AS -46210-A EXCEPT 
- MODIFIED TO PROVIDE FOR 2 MtCROSECONO 
MARKERS. 

12020744 

FEB. 45 


CG- 46210-0 DdAS-bM,0AS-2DH 

RADIO RECEIVER UNDICATOR 

CONS(tSTS OF (1) CG-10323 MOUNTING. RACK 
(1) CG-20288 RECTIFIER POWER UNIT (1) 
CG-46244-A RADIO RECEIVER (1) CG-5S947-A 
INDICATOR UNIT. SAME AS 46410°8 EXCEPT 
MODIFIED FOR 2 MICROSECOND MARKERS. 


12722744 
FEB. 46 


care | Manneantuaers | aantartanga [Tone | “ANMRARTIRSE 


NAVSHIPS 900,109 


cu0 46211 GEN USE 
RF TO iF CONVERTER ASS- 
EMBLY: EQUIVALENT TO A COMBINATION OF 
°46205, ~46206, ~46207 RF TO IF CON- 
VERTERS» HAS A BUILT-IN RECTIFIER POWER 
SUPPLY. OPERATES FROM TESS1T/60. FREQ 
RANGES 45mMC TO 585MC. OUTPUT FREQ 

tosKe TO SHC. 

5/7043 

SEPT 43 


RE §3A 777A 


cu0 46212 GEN USE RE 13A779A 
RF TO IF CONVERTER 

CRANGE ADS FREQ RANGE 40 TO.195 MC. 
OUTPUT FREQ 195KC TO SMC. OPERATES FROM 
EXTERNAL BATTERY SUPPLY NAVY TYPE -19047 
SENSITIVITY 100 MICROVOLTS. WEIGHT 
APPROX. 4 POUNDS. SIZE 4" X 5" X 6% 
SIMILAR TO NAVY TYPE -46205~ INPUTS 


5/15/43 CU0r5I2 CUO:E-105 
SEPT 43. > SUB A 
cuo 46212 


6V AC/OC OR 28 V DC AND 270 Y DC. 


cu0 46215 GEN USE RE 13A 779A 
RF TO UF CONVERTER 

(RANGE 8); FREQ RANGE 180 TO SOOMC. OUT- 
PUT FREQ 195KC TO SNC. OPERATES FROM 
EXTERNAL BATTERY SUPPLY. NAVY TYPE 
719047, SENSITIVITY 100 MICROVOLTS~ 
WEIGHT APPROX 4 POUNDS. SIZE 4" X 5” X 
6", SIMILAR TO WKAVY TYPE +46206. INPUT: 


6715743 CU0:St3 CUOLE-105 
SEPT 43 ; SuB A 
cu0 46213 


6V AC/DC OR 28 V DC AND 270 V¥ OC. 


Cu0 46214 GEN USE RE 13A 779A 
RF TO IF CONVERTER 

(RANGE C)s FREQ RANGE 480 TO 700MC. OUT- 
PUT FREQ 195KC TO SHC. OPERATES FROM 
EXTERNAL BATTERY SUPPLY NAVY FYPE -19047 
SENSITIVITY 100 MICROVOLTS. WEIGHT 
APPROX 4 POUNDS. SIZE 4” X 5" X 6". 
SIMILAR TO NAVY TYPE -46207, INPUT: 


5/15/43 CUO35I4 CU07E-105 
SEPT 43 7 SUB A 
.Cv0 46214 


6V AC/DC OR 28VVDOCAANDE270VVEDC. 


“RA- 46215 *SEE BELOW 


RADIO RECEIVER: 
FREQ RANGE 240 TO 250M@C. OPERATES FROM 
ti071/60. 


“FOR USE WITH YL. 
b4EI4S 
SEPT 43 


- CONFIDENTIAL 


CFE46216  —DAS=1 
RADIO RECEIVER: INPUT: I1TS/I/60, 0.46 
AMPS, 50 WATTS. 9 TUBE, WIDE BAND SUPER- 
HETERODYNE RECEIVER, WHICH RECEIVES 2 
RADIO SIGNALS SIMULTANEOUSLY AND OPER- 
ATES ON 4 PREOETERNINED FIXED FREQ- 
UENCIES. 


6/24/43 
SEPT 43 


CFE- 46216-A Das-3 

RADIO RECEIVER: - 

INPUT 11971760, 0.46 AMP. 50 WATTS. 9 
TUBE, WIDE BAND SUPERHETERODYNE RECEIVER 
WHICH RECEIVES 2 RADIO SIGNALS SIMULT- 
ANEQUSLY AND OPERATES ON 4 PREDETERMINED 
FIXED LOW FREQUENCIES. SAME AS -46216 
EXCEPT HAS 50 OHM INPUT. IMPEDANCE TO PRO 
T3044 300.352 

AUG. 44 ALT 0 


CFE-46216-a 
VIDE BETTER MATCH WITH TRANSMISSION 
LINE. 


CFE- 46216-8 DAS-1B 

RADIO RECEIVER: 

INPUT 115/1/60, 0.46 AMPS. 50 WATTS. 9 
TUBE, WIOF BAND SUPERHETEROODYNE RECEIVER 
WHICH RECEIVES 2 RADIO SIGNALS SIMULTAN- 
EQUSLY AND OPERATES ON 4 PREDETERMINED 
DIXED FREQUENCIES. SAME AS -46216 EX- 
CEPT HAS 2 HIGH ANO 2 LOW FREQUENCY 
e/17/44 

AUG. 44 


: CFE-46216-8 
CHANNELS CHANGED TO 4 LOW FREQ. CHANNELS. 


ccr 46217 RBS 

RADIO RECEIVER: 

FREQ RANGE: 2.0 TO 20.0MC. INPUT: 12 ¥ 
DC, 2.0 AMPS AND 205 V DC, 0.07 AMPS. 


6/28/43 0-6733 B-5856 
NOV. 43 


COT- 46217-A  RBS-2 

RADIO RECEIVERS 

FREQ. RANGE? 2 TO 20 MC. PUT: 12/1/60 
2 ANPS AND 205V OC, 0,07 amMPS, SAME AS 
“46217 EXCEPT INCLUDES -49995 PLUG 
ADAPTER ASSEMBLY AND REMOVEABLE HOUNT- 
ING PLATE FOR TABLE MOUNTING, : 


5/7/45 45329 
JUN, 45 


cu- 46218 osc 

RECEIVER AMPLIFIER-OETECTOR 

INCLUDES A THREE STAGE RESISTANCE 
COUPLED AMPLIFIER, THE OUTPUT BEING 
SPLIT INTO TWO FDENTICAL HALYES WITH THE 
POLING SUCH THAT ONE HALF RECTIFLES AND 
TRANSMITS A POSITIVE PULSE AND THE OTHER 
A NEGATIVE PULSE. THE PULSE IS THEN FED 
8/19/43 X-63637C-1 CwIX-65637C-1 
NOV, 43 tssue | 


[sunset [ase asicnan ron | guereanatite | [RAMAN [ruse arene rox | RAIRAH | SAT [rnsr asionto rox | HARLAN | 


cw-46218 


THROUGH A TWO STAGE AMPLIFIER AND APPLIED 


TO A RECTIFIER, THE LOAD ON WHICH IS TWO 
CAPACITORS IN SERIES. THE VOLTAGE RE- 
CEIVED BY ONE CONDENSER DETERMINES THE 
READING OF THE RECORDING METER. 


cel- 46219 ROE 

RADIO RECEIVER 

OPERATES FROM 110/1/60. INCLUDES BUILT- 
IN RECTIFIER. NOUNTS ON STANDARD 19 INCH 
RACK. CRYSTAL CONTROLLED. HAS PROVISIONS 
FOR NAVY TYPES +47365, -47564, +47365 OR 
°47366 COIL SETS TO PROVIDE FREQUENCY 
RANGES OF 2-°2.8 MC, 2.8-4.0 MC, 4°5.5 
9/17743 B2-F 82F-R-505 

FES. 45 


ccl- 46219 
MC AND 5.5-8.0 MC, RESPECTIVELY. FIXED 
TUNE RECEIVER. TYPE HUNGER COES NOT INe 
CLUDE COIL SETS. IF FREQUENCY 455 KC. 


CCi- 462T9-A ROE-2 

RADIO RECEIVER 

SUPPLY: 110/1/60. INCLUDES BUILT-IN REC- 
TIFIER, MOUNTS ON STANDARD 10" RACK. 
CRYSTAL CONTROLLED. HAS PROVISIONS FOR 
NAVY TYPES -47363, -47564, +47365 OR 
747366 COIL SETS TO PROVIDE FREQUENCY 
RANGES OF 2-248 HC, 2.8-4.0 NC, 4°5.5 
1/15/45 82F-R 

FEB. 45 


cci-46219-a 
MC AND 5.5-8.0 HC, RESPECTIVELY. FIXED 
TUNED RECEIVER. TYPE NO. DOES NOT IN= 
CLUDE COIL SETS. IF FREQUENCY 455 KC. 
SAME AS +46219 EXCEPT FOR CKANGE IN DE- 
TECTOR CIRCUIT TO [MPROVE. PERFORMANCE. 


cc’- 46220 = &Co 

RADIO RECEIVER 

FREQ RANGES 100 TO 156 MC INPUT: 1IS/1/ 

60, 60 WATTS. UNF SHUPERHETERODYNE 

CRYSTAL CONTROLLED RECEIVER. MAXIMUM 

POwER OUTPUT AT 135 HC IS 0.7 HICROWATTS 
UNTO $6 OHMS. DESIGNED FOR RACK HOUNT- 
INS. 

9/24/43 MODEL 132 

NOV. 43 


cHG- 46221 Roc 

RADIO RECEIVER 

SUPPLY: 110/1/60. FREQ. RANGES 27.8 TO 

47, 46 TO 82, 82 TO 1438C. FM OR Atte 
GUTPUT IMPEDANCE 5000 AND 500 OHMS. IN- 
CLUSES RECEPTACLE FOR PANORAMIC ADAPTER, 
SAME AS -46130 EXCEPT MOTOR ORIVE 18S 
ADDED TO CONTINUOUSLY ROTATE Tne 

9/25/43 

NOV. 43 


cHo- 46221 
VARIABLE TUNING CAPACITOR. 


EAE RIA 


Class 46—Receiver Units and Converters 


CRV- 46222 QcB 

RECEIVER 

SUPPLY: +300V DC AND -210¥ DC. FREQUENCY 
RANGE? 17 TO 26 KC. FUXCTEOS AS BOTH 
AUDIBLE ECHO PULSE AND BEARING DEVIATION 
RECEIVER 


CRYSH-306807 


9/26/43 MI-16719 
. Sus 2 


NOV. 43 


cezc- 46223 RCK 

RADIO RECEIVER 

FREQ RANGE: 115 TO 156 MC. ENPUT: 
119-120/1/55-65, 110 WATTS. OVTPUT: 165 
HILLEWATTS ACROSS 600 OH™% LOAD, CONTAINS 
BUILT-IN RECTIFIER. HAS PROVISIONS FOR 
CONNECTION TO HEADPHONES AND LOUDSPEAKER 
AND PLUGS AND RECEPTACLES FOR CONNECTION. 
40/4/43 : 
NOV. 43 


: : c2c- 46223 
TO POWER SUPPLY AND ANTENNA BUT NO CAB3LE 
HEADPHONES, LOUDSPEAKER OR ANTENKA ARE. 
SUPPLIED. 7 


czc- 46224 RBo-1 

RADIO RECEIVER 

FRE@® RANGE: 0.55 TO 1,6. 5.55 TO 9.55, 
9.20 TO 15.6 NC. ENPYT TO SELF CONTAITIED 
POWER SUPPLY 1S 110-125/1/58-62, 85 

WATTS. HAS PROVISIONS FOR CONNECTION TO? 
HEADPHONES (600 OHM OUTPUT), THREE LOUD- 

SPEAKER (5000, 600, 60 ONM OUTPUTS), 
10/7/43 LR-12-t C2C2R30-102 
NOV. 43 : tSSUE 1 


czc46224 
ANTENNA, PHONOGRAPH PICKUP (,5& MEG OUT- 
PUT). SAME AS TYPE -46139 EXCEPT HAS 
LOCK FOR TUNING CONTROL, NOISEPEAK 
LIMITER CIRCUIT ADDED, RECTIFIER TUBES 
CHANGED. 


CZC- 46225 R80-2 

RADIO RECEIVER 

FRE@. RANGE? 0.53 TO 1.6, 5.55 TO 9.55, 
9.2 TO 15.6 MC, SUPPLY 110-125 VOLTS, 16 
$8 TO 62 CYCLES, 85 WATTS, SANE AS 
CZC-46224 EXCEPT (1) 6X6-GT TUBE RE- 
PLACED BY 6V6-GT (2) ANTENNA LHPUT CIR: 
CUIT MODIFIED (3) HINGED COVER WILL BE 
14/5743 CZC3280-105 
NOV. 43°05 : ay issué J 


czc- 45225 
FASTENED OVER DIAL ESCUTCHEON ON FRONT 
PAWEL TO SHIELD AGAINST INTERFERENCE, 


C2C- 46225-A RB0-3 
RADIO RECEIVERS 
FREQ. RANGE: 0,53 TO 1.6; 5.55 TO 9.55, 
9.2 TO 15.6 MC, SUPPLY 110 10 125 VGLTsS, 
SINGLE PHASE, 58 TO 62 CYCLES, 89 WATTS. 
SAME AS TYPE *46225 RADIO RECEIVER EXCEPI 
UN OUTPUT IT HAS SUBSTITUTED A BALANCED 
CONNECTION FOR UNBALANCED BY PUTTING TWO 
1/30/45 UR12-3 RB0-105 

FEB. 48 Issue } 


SENATE 


_ CONFIDENTIAL 


346-15 


cZc- 46225-a 
300 OHM RESISTORS IN SERIES ACROSS OUT- 
PUT TERMINALS, AND GROUNDING CENTER TAP 
OF THE RESISTORS; AND SUSSITUTING 5000 
“OHM FEEDBACK, RESISTOR FCR 10,000 OHM 


o> RESISTOR ACROSS THE SINE TERMINATION. 


CKX- 459226 RCT 
-RADIO-PHONOSRAPH COMBINATION 

FREQ. RAGE. C2 BANOS): 535 TO 1720 KC 
1657 TO 5889 KC, AnD $690 TO 18000KC. 
inPuT:s £10 O02 220/1/50 TO 60, 210 WATTS. 
QurPUTs 20 KATTS AT 3% DISTORTION AT 400 
CYCLES. ENCLOSED Ii A WALNUT CABINET 
CONTAINING: RECEIVERS 12° OYNANIC 
Vt/16/43 MODEL 424Y XE690390 

“AUG. 44. STYLE CPR699 


Cux- 45226 


SPEAKER WITH 5 OHM VOICE COfL: 12% 


DYKAMLC SPEAKER WITH 6 ON VOICE COIL 
AND 5900 O18" Py PULL TRANSFORMER? AND 
MOTOR BOARD ASSEMSLY MADE UP OF A 

CRYSTAL PICKUP, 33 4/3 TO 78 RPM 
MOTOR WITH 12" TURNTABLE, AMD ON-OFF 
SwiTCH. 


cux- 46227 Rev 

RADIO-PHONOSRAPH COMBINATION 

FREQ RAIGE (3 BANDS): 535 TO 1720 KC, 
1657 TO $630 KC, AND 5600 TO 18000 KC, 
tneuts 110 OR 220/1/50 TO 60, 210 WATTS. 
OUTPUT: 20 WATTS AT 5% DISTORTION AT. 400 
CYCLES, ENCLOSED IN A WALNUT CASE CON- 
TACHENG: RECEIVER: $2" DYNAMIC SPEAKER 
VA/1S/43 MODEL 42¥ X€690390 


AUG. 44. STYLE CPAR700 
> 


cux- 46227 | 
WETH 5 OHM VOICE COIL; 12" DYNAMIC 
SPEAKER mITH 6 OHM VOI colt AND §000 
OuM. PUSH PYLL TRAUSFOR r AN AUTOMATIC 
RECORD CHANGER WHICH ACCOMODATES 14 TEN 
(uC OR JO TWELVE ACH. RECORDS. 


CHX- 46227-a RCU-2 

RADIO PHONAGRAPH COMBINATION? 

FREQUENCY RANGE IN 3 BANOS: 635 TO 1720 
KC; 1667 TO §$80 KC: 5-6 TO 13.4 HC, 
INpUT: 110 OR 220/1/50 TO GO, 210 WATTS. 
OUTPUT: 20 WATTS AT 3% DISTORTION AT 

400 CYCLES. ENCLOSED IN A WALNUT CASE 
CONTAINING: RECEIVER; 12” DYNAMIC 

1/3/45 MODELL 427 : 

FEG. 45. STYLE CPAR-=702 


CMX- 46227-A 
SPEAKER WETH 5 OHM VOICE COIL; 12” 
DYNANIC SPEAKER WITH 6 OHM VOICE COIL . 
AND 5000 OHM PUSH PULL TRANSMITTER; AN 
AUTOMATIC RECORD CHANGES 452050852 WHICH 
ACCOMOCATES 12 TEN INCH AND 10 THELYE- 
INCH RECORDS. SAME AS TYPE +46227 EX- 
CEPT FOR STYLE OF RECCRO CHANGER WHICH | 
HAS BEEN CHANGED MECHA:ICALLY. 


cmx- 46228  Rcu-1 

RADIO-PHONOGRAPH COMBINATION 

FREQ RANGE (3 BANDS): $35 TO 1720 KC, 
1667 TO.5680 KC, AND 8600 TO 18000 KC. 
INPUT? 110 OR 220/1/50 TO 60, 210 WATTS,, 
OUTPUT 20 WATTS AT 3% DISTORTION AT 400 
CYCLES. ENCLOSED IN A WALNUT CASE CON- 
TAUNENGS RECEIVER: 12". DYNAMIC SPEAKER 


11/15/43 MODEL 42y X€690390 
AUG. 44. STYLE CPaAR7OI 
RETAUOR Sea UE 


NAVSHIPS 900,109 


3.46-16 
SRA, [nese assiowen ror | GAT RIAYNE | 


cmx- 46228 
WITH 5 OHM VOICE COIL: 12" DYNAMIC 
SPEAKER WITH 6 ON VOICE COIL AND $000 
GHA PUSH PULL TRANSFOR IER? AN AUTOXATIC 
RECORD CHANGER WHICH ACGQMODATES 14 TEN 
#NCH OR 10 FOURTEEN INCH RECORDS. 


wa 46229 RAO-5 

RADIO RECEIVER 

FREOUZHCY RAUZES 0.54 TO 30 MC. INCLUDES 
A PRESELECTOR CIRCYIT AND AN INTERNAL 
RECTIFIER rOX OPERATION FROM TES OR 
220/1/50 TO 60. OUTPUT: 2 WATTS UNDIS- 
TORTEO OUTPUT AT SPEAKER TERMINALS OF 
600 OAHHS, 15 MILLIWATTS AT 600 OHMS 
4244743 

Fee. 44 


cwa46229 


HEADPHONE TERMINALS. SIMILAR TO -46187-B - 


EXCEPT PROVIDES FOR SPEAKER OPERATION. 


cwe 46230 RaL-4 

RADIO RECEIVER 

FREQUENCY RANGE: 15 TO 600 KC. SUPPLY 
110/220 VOLTS, SINGLE PHASE 50 TO 60 
CYCLES OR BATTERY. HAS BUILT IN RECTIFIER 
POWER PACK. TRF RECEIVER. OUTPUT tmrcu- 
ANCE 600 OHMS. SAHE AS CHQ-46161-A EXCEPT 
FOR INPUT VOLTAGE. AS A UNIT. CAN BE. USED 
12/4/43 
FEB. 44 


cua46250 
AS A REPLACEMENT FOR NAVY TYPES -45161 
OR -46161-A. : 


46231 Qca 
BOI-RECTIVER 
THIS USIT RECEIVES THO SIMULTANEOUS ECHO 
SIGHALS FROM THE SOUND PROJECTOR AND 
TRANSLATES AND PHASE OISPLACEMENT OF THE 
TWO SIGNALS TO A CONTRUL VOLTASE FOR 
DEFLECTING A SPOT Ow A CATHODE RAY. TUE 
tNDICATOR, AQC-80t SWITCH IS PROVIDED 
12/15/43 955A 60349 
SEPT. 44 r ALT O. 


46231 
TO ALLOW THE SUZJECT UNIT TO BE OIS- 
CONNECTED FROM THE SYSTEM. A TEST SWITCH 
"AND A BALANCE CONTROL ARE PROVIDED. 


cau- 462314-A QGAn-t 
BDI RECEIVER: 


CANCELLED 


12/7/44 9558 
JAH. 45 


[oere Taam? [aa 
NAVSHIPS 900,109 


Class 46—Receiving Units and Converters 


SANT, AMERY, 


can 46232 QGA 

QC-RECEIVER: 

FREQ RANGE: 13 TO 37 KC. INPUT: 6.3V AC 
OR 0C/2307 0C/239¥ DC, 3.3/0.0036/0.03 
AMPS, SAMZ AS -48961-S EXCEPT HAS UNI- 
CONTROL FEATURE, THIN TRIODE FOR FIRST 
OSCILLATOR STAGE. VOLUME INSTEAD OF 


“ SENSITIVETY CONTROL, ADOITIONAL TRANS- 


12/15/43 755P 60347 
AUG. 44 Alt oO 


€8M45232 
FORMER, ONE 4 POSITION SELECTOR SWITCH 
INSTEAD OF TWO 3 POSITION SWITCHES AND 
RED LIGHT TUBE, LINE SWITCH, PILOT LIGHT, 
OUTPUT METER, OUTPUT ATTENUATOR, AND 
OUTPUT LIMITER ARE OMITTEO. 


CBH- 46232-A QGa-t 
QC-RECEIVER: 


CANCELLED - 


12/7/44. 788T 
JAN, 4500 © 


CNA 46233. Ra0-7 

RADIO RECEIVER 

FREQ. RANGE 0,54 T0 30 MC. INCLUDES AN 
INTERNAL RECTIFIER POHER SUPPLY FOR 
OPERATION FROM 115/1/60, OUTPUT IMPED- 
ANCE 1S 600 OHMS, INCLUDES PRESELECTOR 
CIRCUIT. UNIT 1S SHOCK MOUNTED, HAS 
DRAW-OUT FROYT PANEL, HAS TWO-PIECE 
12/17/43 BM-118 Sk-147 

DEC. 44 


CHA46233 
CHASSIS, HAS PANORAMIC ADAPTOR JACK. 
SIMILAR TO -46254. INPUT CURRENT .55 
INPUT WATTAGE 60. 


CNA 46234 RAO-8 

RADIO RECEIVER 

FREQ. RANGE 0.54 TO 30 MC. INCLUDES AN 
INTERNAL RECTIFIER POWER SUPPLY FOR 
OPERATION FROM 115/1/60. OUTPUT IuPEO- 
ANCE 1S 600 OHMS, INCLUDES PRESELECTOR 
CIRCUIT. UNIT TS SHOCK-SOUNTED, HAS DRAX- 
OUT PANEL, ONE PIECE. CHASSIS, HAS NAVY 
12/17/43 BM-123 SK-147 

DEC. 44 


CNAS6234 
APPROVED COMPONENTS ANTENNA JACK ON 
CHASSIS AND HAS PANORAMIC ADAPTOR JACK, 
SIMILAR TO -46233 EXCEPT IS OF BETTER 
OESIGN, INPUT CURRENT. 55 INPUT WATTAGE 
60. : 


CNA 46235 RBL-6 

RADIO RECEIVER 

FREQ RANGE 15 TO 600 KC. INCLUDES AN 
HNTERNAL RECTIFIER POAER SUPPLY FOR = 
OPERATION FROM $15/1/60, OUTPUT IMPEDANCE 
tS 600 OHMS. TRF RECEIVER. UNIT IS SHOCK 
MOUNTED, HAS DRAW-OUT PANEL, CONCENTRIC 
ANTENNA JACK ON CHASSIS, OTHERWISE 
92/17/43 SM-117 F-939 

44 


_ CONFIDENTIAL 


oes FIRST ASSIGNED FOR 


Malytasn 


CNA46235 
SIMILAR TO NAVY TYPE -46161-6. INPUT 
CURRENT. 41 INPUT WATTAGE 45, 


CNA 46236 RBH-3 

RADIO RECEIVER 

FREQUENCY RANGE 0.3 TO 1.2 MC AND 1.7 TO 
16.0 MC. INCLUDES INTERNAL RECTIFIER 
POWER SUPPLY FOR OPERATION FROM 115/1/60, 
OUTPUT IMPEDANCE 600 OHMS, INCLUDES PRE- 
SELECTOR CIRCUIT. BOF. FREQUENCY 1560 KC, 
HAS ORAWOUT FRONT PANEL tS SHOCK MOUNTED. 
12/17/43 F948 BM-116 

DEC. 44 


: CNA- 46236 
A4NPUT CURRENT. 55 ANPS {NPUT WATTAGE 60. 


cna 46237 RBH-4 

RADIO RECEIVER 

THIS NUHBER NEVER USEO-MODIFICATIONS ~ 
NEVER ACCOMPLISHED, 


$2/17/44 
FEB. 44 


CRN46238 — OAE-2 
RADIO RECEIVER 

FREQ. RAWGE 240 TO 2000 KC. OPERATES 
FROM 116/1/60. SAME AS -45153 EXCEPT HAS 
"SEARCH-BALANCE-SENSE™ CIRCUIT. 


12/30/43 : , 
FEB. 44 ‘ 


cc- 46239 vEe-1 

RADIO RECEIVER 

FREQUENCT RANGE? BAND #t AND #2 1S 1888 
KC CENTER +10% RANSE: BAND #5 AND 44 
10.5 MC CENTER +10% RANGE. CONTAINS: 1 
RF STAGE, A CONVERTER, AN OSCILLATOR, 4 
STASES OF IF, 3 STAGES VIDEO, AN ANTI- 
JAM CIRCUIT, MEANS FOR INJECTING SIGNALS 
1/6/44 OL 4w4t5A E 

FEB. 44 : 


C6-46239 
EROM A RENOTE STATION ANTENNA AND A 
SIGNAL ANTEGNA. FURNISHES VI0EO TO DUAL 
SCOPE UNIT AND VIDEO AND SPECIAL A VC TO 
AUTOMATIC SYNCHRONIZER. 


CHL 46240 RCB-4 

RADIO RECEIVER 

PORTASLE FREQ, RANGE 0.55 TO 29.5 HC, 4 
BANDS (550 TO 1490 KC, 1.5 TO 4.2 MC, 
4.2 TO 11.5 MC. 11.4 TO 29.5 MC). 
OPERATES FROM 110 TO 125 V AC OR DC OR 
(NTERHAL GATTERIES. INCLUDES: BANOSPREAD 
RF GAIN CONTROL, AVC. BFO. ANL, SEND- 
1/13/44 S29-a 

FEB. 44 


OeeRATION 


FIRST ASSIGNED FOR | GHAYLOBAMINS,, 


cHE 46240 
RECEIVE, STANDBY SWITCHES, PHONE JACK, 
BUILT-IN DYNAHIC SPEAKER AND TELESCOPIC 
WHIP ANTENHA, SINILAR TO NAVY TYPE 
-46199 EXCEPT DOES NOT INCLUDE BATTERY 
CHARGING FEATURES AND HAS SLIGHT ELEC- 
TRICAL AND HECHANICAL CHANGES. 


CHL 46241 RBK-11 3 

RAQIO RECEIVER 

FREQ, RANGE: 27-8 TO 143 MC IN 3 BANDS 
(27.8 10 47, 46 TO 82, 82 TO 143 MC). FM 
“OR AM. OPERATES FROM 1$0/1/60. OUTPUT 
IMPEDANCE 5000 AND 500 OHMS. SIMILAR TO 
NAVY TYPE -46150 EXCEPT HAS DIFFERENT 
‘TUBE LINEUP, DOES NOT INCLUDE PANORAMIC 
$/15/44 S36 MODIFIED 

FEB, 44 


cCHL46244 
ADAPTER PLUG. HAS OIL FILLED CAPACITORS. 


cc! 46242 ROF 

RADIO RECEIVER 

FIXED TUNED. FREQ RANGE: 200 TO 550 KC 
iH THREE BANDS, 200 TO 300 KC, 300 TO 
400 KC AND 400 TO 550 KC USING THREE 
SETS OF PLUS-IN COILS (SLUS TUNED), 
THREE COILS TO A SET. HAS INTERNAL POWER 
SUPPLY FOR OPERATION FROM 105/115¥. 10, 
1/15/44 126-3R 126-3R-50 

FEB. 44 


cc!46242 
60~. ANTENNA AND REMOTE CONTROL CON- 
NECTIONS IN REAR. OUTPUT IMPEDANCE IS 
$00/600 OHMS. TYPES -47380 -47381, OR 
47382 TRANSFORMER 1S USED WITH RECEIVER 
TO OBTAIN DESIRED FREQUENCY. TYPE NUMBER 
DOES NOT INCLUDE TRANSFORMERS, 


cFT 46243 Dau 

RADIO RECEIVER 

FREQUENCY RANGES 1.5 TO 30 MC. INPUT: 
115/1/60, 0.98 AYPS, 112 WATTS, SAME AS 
746194 EXCEPT. HAS PANORAMIC ADAPTOR OUT- 
PUT RECEPTACLE WHICH tS CONNECTED TO THE 
IF BY A SHORT PIECE OF TRANSMISSION LINE. 


2/4/44 
Fee, 44 


CG- 46244 DAS~2 

RADIO RECEIVER 

MAY BE USED AS A REPLACEMENT RECEIVER 
FOR WAYY TYPE CG-46210 RADIO-RECEIVER 


VNOICATOR. . 


2/18/44 
FEB. 44 


CG- 46244-4 
RADIO RECEIVER 
SANE AS C3-A6244 EXCEPT HAS 4 LOW FREQ- 
UENCY CHANNELS INSTEAD OF 2 LOW AND 2 
HIGH. 


DAS-2a 


f17/44 
OCT. 44 


Class 46—Receiving Units and Converters 


DENCLATICN [Fins Asstoneo For | GRADE RRAMING, 


3.46-17 


VY 


Gh ; Nay 
DEAGHATION FIRST ASSIGNED FOR | HAY ORAWING 


CFT- 46245 Ddak-3 
RADIO RECEIVER ASSEN3LY 
FREQ. RANGE: 250 TO 1500 KC. INPUT IM- 
PEDANCE 140 OHMS, OUTPUT IMPEDANCE IS 4 
OHMS. MOUNTED IN ALUMIMUN STEEL CASiNET. 
INCLUDES INTEGRAL RECTIFIER FOR OraxAl ics 
FROM 1195/1760 AND A 5” PM SPEAKER 
MOUNTED ON PANEL IN SAME CASE. SAME AS. 
32/44 : . 
DEC. 44 


RF-2573-148 


crT- 45245 
+46183-A EXCEPT ALL CIRCUITS CONTROLLING 
+55092-A AUTOMATIC BEARING INDICATOR KAS 
BEEN REMOVED. : 


crv- 46246 RdQ 
RADIC RECEIVER 


3/9744 
MAR. 44 


AR-880 


CRV 46246-A RDM 
RADIO RECEIVER 


3/9/44 
MAR. 44 


AR-88F 


cen 46247 RCO 

RADIO RECEIVER 

4 TO 27 MC AURAL & VISUAL TOTALING TUNIN 
RANGE IN THREE BANDS. (4 TO 8 7.5 TO 15, 
14.5 TO 27). 1.F, FREQUENCY 1300 KC.. HAS 
BFO FOR RECEPTION OF CW SIGNALS. USED 
CATHODE FOLLOWER TUBE FOR FEEDING IF 
3/25/44 Val NAVY TCPE CPN-59148 

3/25/44 

KAY 44 


7 cen 46247 
PANORAMIC ADAPTOR. 


cW- 46248 GiB 
RECEIVER UNIT: 
CONSISTS OF 2 SUPER-HETEROOYNE RECEIVERS 
A COMMON INPUT NETWORK A KEYING RELAY 
AND A PHASE SENSITIVE DETECTOR. OnE OF 
THE RECEIVERS 1S EQUIPPED WITH A BEAT 
FREQUENCY OSCILLATOR ANO AN AUDIO FREQ-. 
VENCY AMPLIFIER FOR OPERATING EXTERNAL 


4/20/44 0-168465 ESX-658976 
JULY 44 ISSUE 7 
cw- 46248 


VISUAL AND AYDISLE SIGNALS. PART OF 
TYPE -23430 CONTROL CONSOLE. 


_ CONFIDENTIAL 


GANHRACTINRA [are | MAURER 


cwV- 46249 us 
LORAN RE 
SUPERHE 


ClPCUIT, ONE STASE PRE- 
SELECTION, 3719 COVVERTIO, 3 STates 
1,F. SECOND CTO2., VIDEO AMPLUIFIER & 
CATHODE FOLLOWER OUTPUT, RLF. TUNING 


RAY 1799 KC/S TO 2000 KC/S NOMIALY 
IF: 1600 KC/S BAND WITH? 60 KC/S aT 6 db 
5/27/44 0D-3275-C-t 
‘DEC. 44 

CHV 86249 


DOWN. USABLE SENSITIVITY AT FULL GAINS 
1O MICLOVOLTS AT INPUT TERMINALS. HAS 


y PROVISHON FOR LOCAL ANTENNA WITH INDI- 


VIDUAL GAIN CONTROL ADDITIONAL CONTROLS: 
TUNIS, ReF. GAIN, VIDEO INPUT LIMITER, 


ScREQUERES 6,.3VY AT 2.4 AMPS FOR HEATERS & 


PLUS 250¥ OC AT 40 MA. 


“CBN- 46250 O6f-4,QBE-§ 


RECEIVER-AMPLIFIER; 

FREQUENCY RANGE: 17° TO 25 KC. INPUTS 
PI571/60, 0.84 AMPS, 75 WATTS. TWO STAGE 
TUNED RF, TUNED DETECTOR. THO STASES 
AUDIO AND INTEGRAL THERMONIC RECTIFIER. 
SAME AS -46169 EXCEPT (1) OUTPUT TRANS- 


“FORMER, AUDIO COILS AND ELECTROYTIC CAP- 


T/27/44 965 $K-5824 
OCT. 44 ALT O 
CBM- 46250 


ACITOR ARE HERMETICALLY SEALED (2) RES- 
ASTORS AND CAPACITOR ARE PANEL MOUNTED 
(3) VOLYUM CONTROL ALTERED (4) FUNES 
VIBRATION-GAIN- BETUGRS INCLUDED IN FIRST 
AUDO STAVE. . 


cay- 46251 Rca 

RADIO RECEIVER 

INPUT 205 VOLTS OC AT 0,07 AMPS AND 12 
VOLTS OC/25 OR 60 CYCLES, AT 2.0 AMPS. 
FREQUENCY RANGE 200 TO 2000 KC IN 4 
BANDS (200 TO. 360 KC. 360 TO 650 KC, 
650 TO. :40 KC 1140 KC TO 2000 KC). 
OUTPUT IMPEDANCE 600 OnMS, SIMILAR TO 
8/11/44 7414203,6°1 T-7615329 
OCT. 44 SuUB.3 sua 0 


oe CAY- 46254 
7460768 EXCEPT HOUSED IN FABRICATED 
CABINET; PROVIDES FOR CFI FCWER FROM 
KeCcPlacLe AT Ri AR. COUVCENTRIC JACK FOR 
ASTENNA CONNECTION INSTEAD OF ANTENNA 
AND GROUND POSTS AND GTHER MINOR MODIF E> 
CATIONS. MOUNTED ON SHOCK-“OUNTED RAILS 
TO SLIOE IN AND OUT OF NAVY TYPE --£0368 
TRANSPORTATION CASE. 


cay- 46252 Rcr 

RADIO RECEIVER 

INPUT: 205 VOLTS DC AT 0.07 AMPS AND 

12 VOLTS 0C/25 OR 60 CYCLES AT 2.0 AMPS. 
FREQUENCY RANGE 2 °TO 20 MC IN 4 BANDS 
(2.0 TO 3.6 MC, 366 TO 645 ME, 6.65 TO 


11.4 MC, 11.4 TO 20 MC). OUTPUT IMPEDAN- 
CE 600 OHMS. SINILAR TO -46977-A EXCEPT. 
B/1N144  7414215,G21 T-7613529 

OCT. 44 SUB 3 su3 

HOUSED CAY- 46252 


UN FABRICATED CABINET. PROVIDES FOR 

CFI POWER FROM RECEPTACLE AT REAR: CONS 
CanFRIC JACK FOR ANTENA CONNECTION INe 
STEAD OF ANTENNA AND GRIUND PGSTS, AND 
OTHER MINOR MODIFICATIONS. MOUNTED ON 
SHOCK-MOUNTED RAILS TO SLIDE IH ANO OUT 
OF NAVY TYPE ~105368 TRANSPORTATION CASE. 


SANTOS RUA, 


NAVSHIPS 900,109 


3.46-18 


Class 46—Receiver Units and Converters 


DESGuATION 


SR FIRST ASSIGNED FOR ce $. | 


TYPE a 
ve SSKATION FAST, ASSIGNED FOR ow BAMA fey (uy M | 


CHL- 46253 Roc-t 
PANORAMIC SEARCH RECEIVER 
FREQUENCY RANGE: 27,8 TO 140 MC iN 3 
BANDS -27.8 TO 47 MC, 47 TO 82 MC; 82 TO 
143 MC. POWER SUPPLY: 115V, 1% 60~. 100 
WATTS APPROX. ACCEPTS EITHER MODULATED 
OR UNMODULATED SIGNALS BY PANORAMIC 
FREQUENCY SCANNING TECHNIQUE. BAND 
8/22/44 1X405 CHL :920208-0 
DEC. 44 


RET3ALO24A 


CHL: 46253 
MECHANICALLY SWEPT 8Y CONTINUOUSLY ROT- . 
ATLNG MOTOR ORIVEN VARIABLE CONDENSER. 
HOUSED IN SHOCK MOUNTED METAL CABENCT 
19 178" WX 9 7716" HX 16.374" DEEP. 


CFT- 46254 o08F REIZATOSGA 
RADIO RECEIVER : 
BALANCE INPUT SUPERHETERQOYNE RECEIVER 
MOUKTED OM A ONE HALF ATR CHASSIS. FREQ- 
VENCY RAISE; 100 TO 160 MC. POWER SUPPLY 
110, 145 OR 120V. 400 CYCLES, 19, MAX- 
(MUA POWER CONSUMPTION 400 WATTS ON TISV 
6O~ POWER SOURCE. POWER INPUT, ANTENNA 


8124/44 ; CFT :RF-3566 
FEB. 45 : SSA 
CFT- 46254 


(INPUT. POWER OUTPUT AND REMOTE CONTROL 
CONNECTIONS ON FRONT PANEL. 


com 46255 OSC, GG 
OC-RECEIVER . : 
FREQ, RANGE: 13 TO 37 KC. TNPUT: 6.3V AC 
OR DC/ 269¥ OC/229¥ OL, 3.4370,0036/0,03 
AHPS. SIMILAR TO -46252 EXCEPT HAS SEP- 
ARATE AUDIO CHANNEL FOR THE RECORDER. 


8/31/44 755m... 60382 


OCT. 44 REV 0 
CHL: 46256 RCF-2 | REQSS6A 
RADIO RECEIVER ; REQ404A 


FREQUENCY RANGE 0.55 TO 43 iC EN 6 BANDS. 


OPERATES FROM 1157250, SENGLE PHASE, 
25/60 CYCLES. SIMILAR TO TYPE -46202 EX- 
CEPT (Ct) IS MODIFIED BY ADDITION OF RE- 
RADIATION SUPPRESSOR: (2) RENOTE STANDBY 
SOCKET DELETED FROM REAR CHASSIS APRON; 
10/3744 SX-26-A : 

DEC. 44 : ae 


CHL- 46256 
(3) R-F AMPLIFIER SECTION MECHANICALLY 
REDESIGNED; (4) REMOTE STAND3Y SWITCH 
NOW CONNECTED THROYGH SHORTING PLUG 
CA-C OPERATION) OR OC OPERATION PLUS LO- 
CATEO #N REAR APRON, INCLUUES TYPE 
743172 LOUDSPEAKER, 


ceu- 46257 WOA-3 

RECEIVER ~ AMPLIFIER 

FREQUENCY RANGE? 14 T0.32 KC. SANE. AS 
TYPE -46165-4 EXCEPT {T TECLUDSES. AM AD- 
JUSTABLE TURING CONDENSER FOR. THE FAT 


OSCILLATOR TO CORRECT DRUFT iN THE BEAT 
OSCILLATOR. ; 
10/7/44 =755U 60446 


DEC. 44 "es Alto 


ee TN 
NAVSHIPS 900,109 


inst Assionen rox | RAUL GRALHG, 


CARM-46258 © ROV 


RADIO RECEIVER (CHANNEL A) 

tNPUT 110/1157120V 10 S0/60~, FREQ. 
RANGE 2,0 T0 4.5 HC. SELF CONTA Oo PO- 
WER SUPPLY. 2 WATT OUTPUT INTO 30-690 
OM LENE. HAS OUTPUT CONNECTIONS FROM 


- THE 1600 KC 1F CHANNEL TO OPERATE A 


“55163 PANORAMIC ADAPTERS DESIGNED FOR 
10/28/44 
DEC. 44 


caRn-46258 
RACK OR TABLE NTG. SAME AS -46259 EXCEPT 
FOR FREQUENCY RANGE. 


CARM~ 46259 ROW 

RADIO RECEIVER. CCHANNEL B) 

(HPUT TIOZEISZSEZ0V 16 SOsGO~. FREQ. 
RANGE 4.5 TO 9.0 MC. SELF CONTAINED PO- 
WER SUPPLY. 2 WATT OUTPUT INTO 30-600 
OHM LINE. HAS OUTPUT CONNECTIONS FROM 
THE 1600 KC tF CHANNEL TO OPERATE A 
755163 PAWORANIC ADAPTOR. DESIGNED FOR 
10428744 

DEC. 44 


CARM- 46259 
RACK OR TABLE WIG. SANE AS -46258 EXCEPT 
FOR FREQUENCY RANGE, 


cex- 46260 WFA 

RECEGVER AMPLIFIER 

THO OPERATING CHANNELS 20 KC AND 60 KC. 
20 KC CHANNEL FIXED TUNE WITH ADJUSTMENTS 
BY #NTERNALLY MOUNTED TUNING CAPACITORS. 
BEAT FREQUENCY OUTPUT OF 60 KC STAGE 1S 
COUPLED #*NnTO tNPUT OF 20 “C CHANNEL. PO- 
WER OUTPUT APPROX 6 WATTS. INPUT: 100 NA 
V1/1/44> 1008 

DEC. 44 


ceM- 46260 ° 
AT. 300 VOLTS DC, 3 AMPS AT 6,3 VOLTS 60 
CYCLES AC. : 


can- 46261 WFA 

RECEIVER - AMPLIFIER 

HNOICATOR ASSEMBLYS 

CONSISTS OF A TYP +20059-D RECTIFIER 
POWER UNIT, -46260 RECEtYER AMPLIFIER 
AND A TYPE -5$165 (fOSCATOR RECORIER EN- 
CLOSED IN A CABINET.” INPUT 135/1/60. 


11/1/44) 8438 © 60416 
DEC. 44 . ALT O 


cBM- 46262 WEA 
RECEIVER AMPLIFIER 

UNENG RANGE 18 TO 47 KC. CONSISTS OF 
ONE STAGE OF RF AMPLIFICATION, A FIRST 
DETECTOR, AXO A FERST BFO FOLLOWED BY A 
3.STAGE IF (60 KC) AMPLIFIER. AMPLIFIER 
(S FOLLOWED BY A SECOND DETECTOR AND A 
SECOND BFO SUPPLYING THE AUDIO AMPLIFIER 
1173/44 755S 60393 ALT O 
DEC. 44 


SHANHEAFTUE CR 
CONFIDENTIAL 


cem- 46262 
THE SECOND BFO PROVIDES A SOURCE OF AF 
WHEN UNMODULATED SIGNALS ARE RECEIVED 
AND (S VARtASLE FROM O TO 1600 CPS. THE 
AF COMPONENT OF THE SIGNAL FROM THE SE- 
COND DETECTOR tS AMPLIFHED BY THE FIRST 
STAGE OF THE AUDIO AMPLIFIER. OUTPUT OF 
FIRST STAGE 1S FED INTO TWO AUDIO POWER 
AMPLIFIERS, ONE SUPPLIES SPEAKER & OTHER 
SUPPLIES EXCITATION FOR RECORDER. 


CNA- 46263 RAO-9 

RADIO RECEIVER 

FREQ, RANGE 0.54 TO 30 MC. INCLUDES {N- 
TERNAL RECTIFIER POWER SUPPLY FOR OPERA- 
TION FROM 115/1/60. OUTPUT tHPEDANCE 

6G0 OHMS. INCLUDES PRESELECTOR CIRCUIT. 
UNIT 1S SHOCK-MOUNTED, HAS DRAW-OUT 
FRONT PANEL, H&S THO PIECE CHASSIS, HAS 
10/4/44 BM:135 F-950 

DEC. 44 


CNAs 46263 
PANORAMIC ADAPTOR JACK. INPUT CURRENTS 
«55; @NPUT WATTASE 60. SANE AS TYPE 
+$6233 EXCEPT BY ACOING A RESISTOR AND 
CAPACITOR UN THE GRID CIRCUITS OF THE 2 
RF. STAGES IT ELIMINATES tnrerrERENCE 
FROM PULSE TRANSHISSION, 


CliA- 46264 008A 

RADIO RECEIVER 

FREQ. RANGE 1.5 TO 30 MC. HIGH GAIN SU- 
PERHECTERODYNE TO RECEIVE CW, MODULATED 
OR UNKODULATED RADIO SIGNALS, FIVE BANDS 
USEO TO COVER FREQUENCY RANGE. 


11/9748 
DEC. 44 


cs- 46265 OBE REISA944 
LORAN RECEIVER - INDICATOR 

SUPPLY: 105-125 OR 210-250 VOLTS. 1, 50 
OR 60 CPS. FREQ. RANGE: 1700 TO 2000 ke. 
(HDICATES TIME DIFFERENCES IN LORAN SIG- 
NALS OR A BUILT*IN UNDER-ROOT CONVERTER 
FROM 0 TO 20,000 NICROSECONDS. INCLUDES 
RECTIFIER POWER UNIT 
11/2244, 651006 

MAY 45 


CS:651006 


CS-46265 
TIMER-MEASUREMENT UNIT, 
TIMER-DIVIDER UNET, 
RADIO RECEIVER AND SWEEP & 
AMPLIFIER UNIT. 


cs+ 46266 OBE 
RADIO RECEIVER 
FREQ, RANGES 1700 TO 2000 KC. CONTAINS 4 
CRYSTAL CONTROLLED CHANMELS SUITA3LE FOR 
RECEPTION OF LORAN SIGHALS. PART OF TYPE 
"46265 LORAN RECEIVER-(NDICATOR, 


REI3A944 


CANCELLED 
11/22/44 651012 
MAY 45 
cHL- 46267 Row RE {3A 8558 


PANORAHIC SEARCH RECEIVER ADDENDUM } 
WIDEBAND, HIGH FREQUERCY FANORAMIC 
SEARCH RECEIVER. ENPUT: 11541/55-65, $50 
WATTS APPROXIMATELY, FREQ. RAUGES 125- 
€00 MC IN 2 BANDS (125-325 MC AND 325- 
690 HC) ACCEPTS EITHER MCDULATED OR UN- 
MOOULATED SIGNALS IN SELECTED BAND, 
12/11/44 
MAY 45 


ORHOES AMAT 


ARORA NL ARLE me IO FEN YASSLUM SAP EN G0 sae er enone 


Class 46—Receiving Units and Converters 
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-EITHER ME- cHL- 46267 
CHANICALLY SWEPT BY CONTINUOUSLY ROTAT- 
{NG DRIVEN VARIABLE CONDENSER OR MANU- 
ALLY TUNED. HOUSED IN SHOCK MOUNTED 
METAL CABINET. 


CFE- 46268 Das-4 

RADIO RECEIVERS 

HUPUT 115/1/60, 0.46 AMP., SO WATTS. 9 
TUSE, WIDE GAND SUPERHETERODYNE RECEI- 
VER WHICH RECEIVES 2 RADIO SIGNALS St- 
HULTANEOUSLY AND OPERATES ON 4 PREDETER- 
MINED FIXED LOW FREQUENCIES. SERVES 

SAHE FUNCTION AS TYPE CFE-4621G6-A BUT IS 
1/49/45 300.513 

FEB, 45 ies 


cre- 452098 
NEITHER ELECTRICALLY NON-HECHANICALLY 
INTERCHANGEABLE WITH IT. 


crv- 46269 MAR 

RF. ASSEMBLY: 

R.F. SECTION OF RECSIVER PORTION OF NAVY 
TYPE CRV=45067 RADIO TRANSMITTIER-RECEIVES 
INCLUDES RF TUNING CAPACITOR, ANTENA 
TIMMER. OUTPUTS GO TO THE IF AND NU&TI- 
PLIER SECTIONS OF THE RECEIVER. 


2/20/45 CRV2T-613525-501 
Fea. 46 : REV. 3 


‘czc- 46270 REE 

RADIO RECEIVER ' 

{NPUT: 149¥ OC OR 1415/1760, 78 WATTS. 
FREQUENCY RAuGEs 0.94 TI 18.6 MC HIT +OUT 
HEATERS $2 4 BANOSS 0694-164 MC, 9,355- 
3.58 MC. 3642808 MC. 865-1466 MC. INTER 
MEDIATE FRECUENCY 455 KC. OUTPUT? 60 ONM 
BaLanCed OUTPYT FOR CONNECTION OF FROM 
3/1/45  =AC-0C $2 

APR, 45 


ONE TO TEN 600 OHMS RE- czc- 46270 
MOTE SPEAKER AMPLIFIER URITS. UNDISTORT> 
ED POWER OUTPYT 2 WATTS ACROSS LOAD OF 
60 OHS. PROVIDES ALSO FOR 600 OHM OUT- 
Put wiTH TAPS aT $00 8 200 OHMS FOR CON- 
NECTION OF ONE, TWO OR 3 LOVOSPEAKERS, 
UNDISTORTED POKER OUTPUT 4S 2 WATTS 
ACROSS 600 OHMS - OUTPUTS NOT TO BE USED 
SUMULTANEOUSLY. 100 MW AVAILABLE AT 


PHONE JACK 41.2 WATTS AT MONITOR SPEAKES. 


COL = 46 2" REH TERS OCRED 
RADIO RECEIVER 

SUPPLY: 110 OR 220/1/50 TO 60~. FREQUEN: 
CY RANGE: $40 TO 1600 KC AND THE FOLLOW- 
(NG SHORT WAVE BANOS: 5.96 TO 6.19 MC, 
9.1 TO 10.0 MC. 14646 TO 12.16 MC, AND 
14.95 TO 35.46 MC. AMBIENT TEMPERATURE 
20° 10 30°C. 

340045 

APR. 45 


cRR- 46272 O3F-1 1608(RE) 
RADIO RECEIVER-INDICATOR 

(neuts 110 VOLTS, 60.CYCLES. FREQUENCY 
RANGE 10G-156 MC IN OVE BAND. CONTAINS 
ALL RECELMVER ANO ENDICATOR CIRCUITS. 
PRESENTS D/F INDICATION ON SCREEN OF 5” 
CATHODE RAY SCOPE WHICH IS ENTEGRAL PART 
OF ulti. HAS BUILT In POWER SUPPLY. HAS 


3/2445 
APR. 45 


“WEA AR UNIT 


CRR- 46272 


PLUSS IN REAR FOR POWER, GONIOMETER POW.” 
ER AND SONLOMETER Ro. SHOCK MOUNTED. ONS * 


ONE 1 1/2 ATR RACK. 


CNAs 46273 ROZ 
PRESELECTOR & CONVERTER UNIT 


FREQUENCY RANGES 225-490 MC RATED; 200% - 


400 MC TOTAL. CO.VTIINS ALL TURES OF RLF. 


& MOXEX STAGES 8 ALSO THE CRYSTAL OSCIL:: 


LATOR AND MULTIPLIER STAGES REQUERED TO 
PRODUCE HETHODYSANS VOLTA LE. RESUIRED 
VOLTAGES O8TAINED FROM TYPE -20407. 
R/EFAS BM a2 J127 
APR. 45 


cNa--46272 
RECTIFIER POWER UNIT. gages Dae 


CNA- 46274. Roz 


ERMEDCATE FREQU MC. UNIT 
TAUNS ALL Ty 
QUENCY 8 aUdIa F : & ALSO” 
FARORAPRIC $ VIDEO OUTPUT COUPLING TUZESs 
ReQuieevd VOLTAGES O8TAI.EO FROM TYPE, 
720407 RECTIFIER POWER UNIT. : 
3/36/45 BM2130 J 126 
APR. 45 : 


CNA- 46275 ROE 
B10 RECEIVER ASSEMBLY 
CONSISTS OF OVE EACH OF THE FOLLOWING 


NAVY TYPES: -10511 CAAIMET, =10512 FRONT. 


PANEL ASSZ#ALY. =10513 FILTER COVER, 
~20407 RECT. POWER UNIT, -23491 AUTOMA~ 
TiC TUNING UNIT, ~40148 CRYSTAL OVEN, 
46273 PRESELECTOR & CONVERTER UNIT, 
473/45 . 

APR. 45 


cua- 46275 


-46274 IEAAF UNIT. -53289 RF. FILTER 
ULdiT.. ALSO INCLUDES ACCESSICIES TO THE 
ASSEHBLY OF THESE UNITS. 


crv- 46276 X-03S REISALO74A 
RADIO RECZIVER-ENDICATOR ADDENDUM 4 
FNPUTS FES/1760. 200¥A, 0.95 Pate FRE- 
QUENCY RANGES 1.722 MC. UNIT IS. A ee 
R-6S/APH=9, MODIFIED FOR 60 CYCLE OPERA- 
TOON & HAS OLFFERENT ANTENNA INPUT CON.” 


ONG 

44145 P CRH3TS-638. 
APR. 45 . a) 

CFL- 46277: REN RE 9614A 


RAODtO RECEIVER: 

FREQUENCY 2anG5E2 70 TO. 30 “Cw. FO? FM 
SUGAACS OF 75 KT MaAXtuUa SubIS. BATTERY 
OPERATED, OUTPUT CIREVIT MATCHES NAVY 
TYPE -49016 TELEPHONE UNIT CHEAD). 
PORTABLE. : oe es 
4l24045 

MAY 45 


-0est 


DATE FRE= 


NECTOR; SHIPBOARD HOUSING & SHOCK MOUNT. _ 


ASSIGNED 


‘cW- 46278 QDA 


RECEIVER UNIT 

A Tat CHANNEL. SUPERTHETEROIVNE TYPE 

D TO DELIVER aydt0 OUTPUT FOR 
LOUVISPEAS ay OC VOLTAGES FOR CHEMICAL 
RECOVER OPERATIO% AND. FOR DEFLECTION OF 
DEPTH DEVIATION INDICATOR OSCILLOSCOPE. 
REVERSERATION CONTROLLED Gatw 1S PRO- 
4/28/45 0-171066 B2-158068 

MAY 48 #SSUE 1 


cW-46278 
VIDED. COMPONENTS ARE “MOUNTED ON HINGED 
PANEL 6 F2avEWORK WHICH IS MOUNTED ON 
TYPE Cw-19534 TRAVSYITTEt- FIVER 
CastuEl. PART OF TYPE CH¥-43063 TRANS-.” 
MITTER*RECEIVER ASSEMBLY. 


cZc-. 46279 = RB0-4 
RADIO RECEIVER : : 
FRE@, RA 0.53 10 1.6: 5655 TO 9.55; 
9.2 TO 15.6 MC. INPUTS 1tO TO 12571755 

TO 65. St-fLar Ih FULCEEON TO TYPE C2C- 


3. 46225-A BUT NOT MTs “CHANGEABLE. AUDIO 


OUTPUT TRANSFORMER PROVIDES 2 Balanced 
OUTPUTS: C12 A 60 OHM CENTER TAPPED SEC- 
6/2745 LRo}2-4 

JUN. 46 ‘ 


ONDARY CONNECTED TO 3 c2046279 


5 TERM TUALS- AT REAR OF CHASSIS, WITH FEED 


Back CIRCUIT TO PROVEDE VARtATIOY Ie OUT 


“PUT LOAD FRO™ 609 TO 38 OFS. (2) & 690 


OHM CENTEX TAPPED SECOVIARY CONNECTED TO 
Z PER vENALS AT REAR OF CHASSIS WITH CEN} 


“TER TAP LEFT URGROUSDED SO THAT ETHER 
ve BALACED OR UNBALA 
» BLE. VOLUME CONTROL 15 MORE LINEAR THAN 


iCEO OUTPUT tS AVAILA> 


7 462250a, ©. 7 


“casy- 46280 080. “RE ASA 10758 


RADIO RECEIVER ‘ 

FREQ.’ RANGE 209 TO 1750 KC. ALL FRONT 
PANEL CONTROLS & CONXECTORS ARF REMOVED; 
RECEIVER CO.TROLLEOD CY NAVY TYPE +23505 


FOR FOLLOWING OPERATING FUCTIONS (1) 


MATCHED LENE METHOD WITH MANUAL CONTROL 


“GO VIOSETER G. CATHODE RAY INDICATION OF 


5/7145 
JUNC 45 


UNE-DIRECTIONAL NULL. (29° CANY- 46280 
AUTO OF UH WHICH RECEIVER AUTOMATICALLY 
LOCKTES UNt-OIRECTIO-AL NULL, INDICATES 
T.O4 a2euTH (01 caTIR® & PNOECATZS ON 

SCOPE. NULL H&S BEEN OBTAENEO (3) COM- 

MUNICATION RECEIVER WiTs NOW-DIRECTIONAL 
ANTENNA (4) LOOP OF WITH MANUAL CONTROL 


OF ROTATION SENSE AYBISUETY, AURAL @ 


VISUAL UNDICATION& OF NULL. atk CONTROL & 


SUPPLY. CAXCULTS BROVGNT THRU NT 50260. 


chL- 46281 RBX-1 
RADIO RECELVER 


. FREQUENCY RANGES 130 TO 210 MC FREQUENCY 
“MODULATIO% OR AMNPLETYDE MODULATION, Sues 


PLy:: 115 TO 230V. t Past, 50 TO 60 CPS. 
SAME AS TYPE CHb-46193 EXCEPT EF AMPLE 
FIER TRANSFORMERS CHANGED FROM VARIABLE 
ATE OLELECIZIC CAPACITOR TU%stNSG TO FIAED 


5ING/45 S257 920062. , 
Jun. 45 Sos. ISSUECA 
cHL- 46281 


CAPACITORS AND VAUH43LE 1ROV CORE: TUN 
ING. LAYOUT OF CO4PONENTS CHANGED; OIF- 
FEREnT TU Olat GEA BOK REDE 
SIGNED, ihe FILTER bs ONE CONTAINER. 


DATE ALES ai RANHEAS THAR 


art | MARMAGTHRR® —| SRANARAFRORE Gh 


[pate manners’ [ SaMNTAPTURIESS 


CONFIDENTIAL - 


NAVSHIPS 900,109 


3.46-20 


RTE, AWA, NTR, NMEA, | RAST [rinse assionen von | HAPLCARANING, 


CW- 46282 ata d 

RECEIVER URET i ea: 
FREQ. RANGES 36 TO 48 KC. CONTAINS NE- 
CESSaRY CIPCULTS FOR RECELVING THE RE- 
TUR ECHO FROM THE TYPE -74256 TRANSOJC- 
ER THROUGH A BAD PASS FILTER MIXING 
THAT ECHO wWiTis A HETEROIYVE (JECTION 


VOLTASE FROM THE TYPE +35108 Fm OSCILLA- . 


§724445 : : CwSaASXX55005 
JUN. 45 tSSue 3 
cH- 46282 


TOR UNIT. RECEIVER OUTPUT 1S FREQUENCY 
SPECTRUY DELEVERED TO ANALYZERS ANO TO 
LOUDSPEAKER. 


crv- 46283 ROR 
RADIO RECEIVER 

SUPPLY: 12V OC OR CAN OPERATE FROM TYPE 
220379 visRaToz PO 2 SUPPLY WITHOUT 
USING BUELT-tN OF .AvOTIR POWER SuPPLY. 
FREQ. RANGE: 225 TO 399 ¥C. TEN CHANNEL, 
CRYSTAL CONTROLLED, SIMILAR TO -43067 
TRANSMITTER RECEIVER EXCEPT TRANSITTER 


8429745 : M-444682 © 
JUN. 45 , REv. 0 
cRV- 46283 


WAS BEEN REPLACED BY OYNAMOTOR.. 


t 
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